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(57) ABSTRACT

An objective of the invention is to obtain a structure which
allows a cleaning mechanism, such as dust removal means,
for an air filter to be easily mounted in an indoor unit of an air
conditioner that has an air filter on the intake side of an indoor
fan. The indoor unit is constituted by a main unit (10) includ-
ing an indoor heat exchanger (22) and an indoor fan (21) for
blowing air taken from a room to the indoor heat exchanger
(22), a cleaning unit (100) located on the room side of the
main unit (10) and including an air filter (30) and dust removal
means (50) for removing dust captured by the air filter (30),
and an indoor panel (11) for covering the room side of the
cleaning unit (100).
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1
INDOOR UNIT OF AIR CONDITIONER

TECHNICAL FIELD

The present invention relates to indoor units of air condi-
tioners that are configured to remove dust captured by an air
filter.

BACKGROUND ART

Indoor units of air conditioners which have an air filteratan
air inlet and which has dust removal means for removing dust
captured by the air filter have been known. The indoor unit of
this type is configured to suction dust adhering to the air filter
by using a suction nozzle as dust removal means, or config-
ured to scrape the dust off by using a brush as the dust removal
means, as shown in Patent Documents 1 and 2, for example.

Both of these structures include structural components,
such as a heat exchanger and an indoor fan, disposed in a
box-like casing, and include an air filter, dust removal means,
etc. at an inlet of the indoor fan. Further, the room side of the
casing is covered with an indoor panel.

CITATION LIST
Patent Document

Patent Document 1: Japanese Patent Publication No. 2005-
83612

Patent Document 2: Japanese Patent Publication No. 2007-
40689

SUMMARY OF THE INVENTION
Technical Problem

However, according to the structure like the above-de-
scribed conventional structures in which not only a heat
exchanger and an indoor fan, but also an air filter and dust
removal means are disposed, the dust removal means for the
air filter cannot be easily attached to the indoor unit, or the
dust removal means cannot be easily excluded from the
indoor unit in response to the user’s request. Thus, a problem
arises in terms of the versatility of the indoor unit.

The present invention was made in view of the above
problem, and it is an objective of the invention to allow a
cleaning mechanism, such as dust removal means, for an air
filter to be easily mounted in an indoor unit of an air condi-
tioner that has an air filter on the intake side of an indoor fan.

Solution to the Problem

To achieve the above objective, an indoor unit (3) of an air
conditioner (1) according to the present invention is consti-
tuted by amainunit (10) having an indoor heat exchanger (22)
and an indoor fan (21), a cleaning unit (100) having an air
filter (30) and dust removal means (50), and an indoor panel
(11). Therefore, the cleaning unit (100) for removing dust
captured by the air filter (30) can be easily mounted and
detached.

Specifically, according to the first aspect of the present
invention is intended for an indoor unit of an air conditioner,
the indoor unit having in a casing (18) an indoor heat
exchanger (22), an indoor fan (21) for blowing air taken from
aroom to the indoor heat exchanger (22), and an air filter (30)
located on an intake side of the indoor fan (21).
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The indoor unit includes a main unit (10) including the
indoor heat exchanger (22) and the indoor fan (21), a cleaning
unit (100) located on a room side of the main unit (10) and
having the air filter (30) and dust removal means (50) for
removing dust captured by the air filter (30), and an indoor
panel (11) for covering a room side of the cleaning unit (100).

This structure enables the cleaning unit (100) having the
dust removal means (50) for removing dust captured by the air
filter (30) to be easily attached to and detached from the main
unit (10) which is a conventional indoor unit. For example,
the cleaning unit (100) may be attached to the main unit (10)
to obtain an indoor unit having a cleaning mechanism for the
air filter (30). That is, whether or not to provide the cleaning
unit (100) can be easily changed according to the user’s
request. Thus, cleaning functions can be added or deleted
more easily, compared to the conventional structures. As a
result, the versatility of the indoor unit can be increased.

Inthe above structure, the cleaning unit (100) includes dust
collecting means (90) located in an area outside the air filter
(30) in plan view, for collecting the dust removed by the dust
removal means (50) (the second aspect of the present inven-
tion).

The provision of the dust collecting means (90), in the
cleaning unit (100), for collecting the dust removed from the
air filter (30) by the dust removal means (50) allows the dust
removed from the air filter (30) to be stored for a certain
period of time without collecting the dust every time the dust
is removed. Therefore, the frequency of the user’s work col-
lecting the dust can be reduced. In addition, the above struc-
ture eliminates the need to install the dust collecting means
(90) separately. Therefore, installation work can be reduced,
compared to the case where the dust collecting means (90) is
provided outside the indoor unit (3). Moreover, it is possible
to achieve a compact structure as a whole, compared to the
structure where the dust collecting means (90) is provided
outside the indoor unit (3).

Further, the dust collecting means (90) is located in an area
outside the air filter (30) in plan view. Therefore, flow of the
air taken by the indoor fan (21) through the air filter (30) can
be reliably prevented from being obstructed by the dust col-
lecting means (90).

Further, it is preferable that the cleaning unit (100) further
includes dust transfer means (80) for transferring the dust to
the dust collecting means (90) (the third aspect of the present
invention).

With this structure, the dust removed by the dust removal
means (50) can be reliably transferred to the dust collecting
means (90), and therefore, the dust can be efficiently collected
in the dust collecting means (90).

In particular, it is preferable that the dust transfer means
(80) transfers the dust to the dust collecting means (90) by
utilizing the air blown by the indoor fan (21) (the fourth aspect
of the present invention).

Utilizing the air blown by the indoor fan (21) for transfer of
the dust enables the dust to be more reliably transferred into
the dust collecting means (90), and can increase the dust
collection efficiency. Moreover, since the indoor fan (21) is
used to transfer the dust as described above, it is not necessary
to provide a mechanism (e.g., a fan) dedicated to the dust
transfer. Therefore, costs can be reduced, and it is possible to
achieve the indoor unit (3) of a compact structure.

Further, it is preferable that the dust collecting means (90)
is provided with a receiving opening (94) into which the air
blown by the indoor fan (21) flows together with the dust, and
a discharge opening (91) for discharging the blown air to the
outside of the cleaning unit (100), and a filter (92) is disposed
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on an upstream side of the discharge opening (91) (the fifth
aspect of the present invention).

This structure causes an air flow which flows into the dust
collecting means (90) from the receiving opening (94) and
flows out from the discharge opening (91), in the case where
the dust is transferred by utilizing flow of the air. This means
that air can smoothly flow in the dust collecting means (90).
As a result, dust can be efficiently transferred into the dust
collecting means (90) due to the air flow, and can be effi-
ciently collected in the dust collecting means (90).

Moreover, as described above, the filter (92) on the
upstream side of the discharge opening (91) of the dust col-
lecting means (90) can more reliably prevent the dust from
being discharged to the outside through the discharge opening
(91) together with the air. As a result, dust collection effi-
ciency in the dust collecting means (90) can be further
increased.

Further, it is preferable that the dust collecting means (90)
has a box-like shape, and the receiving opening (94) is formed
in one side portion of the dust collecting means (90), and the
discharge opening (91) is formed in the other side portion of
the dust collecting means (90) (the sixth aspect of the present
invention).

This structure allows the air to flow in the box-like dust
collecting means (90) from one side to the other side, and
therefore, it is possible to reduce air flow resistance in the dust
collecting means (90). As a result, the dust can be more
efficiently transferred into the dust collecting means (90) by
utilizing the air flow.

Further, it is preferable that main partition plates (23, 24)
covering a bottom side of the casing (18) of the main unit (10)
are provided with an introduction opening (864) for introduc-
ing the air blown by the indoor fan (21) into the cleaning unit
(100), and the main unit (10) is configured such that a sealing
cover (95) for closing the introduction opening (864) can be
attached to the main unit (10) from below (the seventh aspect
of the present invention).

With this structure, the air blown by the indoor fan (21) can
be prevented from escaping from the introduction opening
(86d) formed in the main partition plate (23, 24) of the main
unit (10), in the case where the indoor unit (3) is constituted
by the main unit (10) and the indoor panel (11) without the
cleaning unit (100). That is, the sealing cover (95) for closing
the introduction opening (86d) formed in the main partition
plate (23, 24) of the main unit (10) can prevent the air blown
by the indoor fan (21) from escaping uselessly in the case
where the cleaning unit (100) is not provided, and can prevent
reduction in operational efficiency during air conditioning
operation.

Further, in the above structures, the dust removal means
(50) may include dust removal section (51, 52, 61) for remov-
ing the dust captured by the air filter (30), and a storage
section (62) for collecting the dust removed by the dust
removal section (51, 52, 61) (the eighth aspect of the present
invention).

According to this structure, the dust removed from the air
filter (30) with the dust removal section (51, 52, 61) is tem-
porarily stored in the storage section (62). Thus, the dust can
be prevented from diftfusing into the surrounding space, and at
the same time, the removed dust can be efficiently transferred
into the dust collecting means (90).

Further, it is preferable that the dust removal means (50) is
configured to be capable of moving between a dust removal
position at which the dust removal means (50) overlaps with
the air filter (30) in plan view, and a maintenance position at
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which the dust removal means (50) does not overlap with the
air filter (30) in plan view (the ninth aspect of the present
invention).

According to this structure, the dust removal means (50) is
moved to a maintenance position which does not overlap with
the air filter (30) during maintenance, for example. Thus, it is
possible to detach the air filter (30) without detaching the dust
removal means (50). As a result, it is possible to improve the
efficiency of maintenance.

Specifically, in the case where the air filter (30) has a
circular shape in plan view, it is preferable that the main
partition plates (23, 24) covering the bottom side of the casing
(18) of the main unit (10) are provided with the introduction
opening (864) for introducing the air blown by the indoor fan
(21) into the cleaning unit (100), and the dust removal means
(50) is arranged to extend in a radial direction of the air filter
(30), with one end of the dust removal means (50) connected
to the introduction opening (86d), and is rotatable about the
introduction opening (864) (the tenth aspect of the present
invention).

With this structure, the dust removal means (50) can be
rotated along the circular air filter (30), and therefore, the dust
removal means (50) can be switched between the dust
removal position and the maintenance position, as described
in the ninth aspect of the present invention. That is, the dust
removal means (50) is arranged to extend in a radial direction
of the air filter (30), with its one end connected to the intro-
duction opening (86d) formed in the main partition plates (23,
24) of the main unit (10), and is rotatable about the introduc-
tion opening (86d). Thus, as described above, the dust
removal means (50) can be easily switched between the dust
removal position and the maintenance position.

Further, it is preferable that the main unit (10) and the
cleaning unit (100) further include electrical component
boxes (20, 105), respectively, in which electrical components
for controlling component parts (21, 40, 50, 70, 80) in the
units (10, 100) are accommodated, and the electrical compo-
nent boxes (20, 105) are electrically connected to each other
s0 as to be capable of transmission of an electric signal (the
eleventh aspect of the present invention).

As described above, separate electrical component boxes
(20, 105) are provided for the main unit (10) and the cleaning
unit (100). Therefore, the units can be independent from each
other. In other words, the electrical component box (105)
dedicated to the cleaning unit (100) is provided to the clean-
ing unit (100) as well, which makes it possible, for example,
to add the cleaning unit (100) to an existing indoor unit. As a
result, the versatility of the cleaning unit (100) can be
increased. In addition, the electrical component boxes (20,
105) for the main unit (10) and cleaning unit (100) are elec-
trically connected to each other so as to be capable of trans-
mission of an electric signal, and therefore, operations of the
units (10, 100) can be linked.

Further, it is preferable that a bottom side of the casing (18)
of the main unit (10) is provided with a protrusion portion
(145); an engagement portion (146) to be engaged with the
protrusion portion (145) is provided on a partition plate (25)
covering a top side of the casing (101) of the cleaning unit
(100); and the partition plate (25) of the cleaning unit (100) is
provided with a transparent portion (147) which allows a
visual check of the engagement portion between the protru-
sion portion (145) and the engagement portion (146) from
under the cleaning unit (100) (the twelfth aspect of the present
invention).

With this structure, the main unit (10) and the cleaning unit
(100) can be easily attached to each other by the protrusion
portion (145) provided below the main unit (10) and the
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engagement portion (146) provided on the partition plate (25)
of the cleaning unit (100). In addition, when the protrusion
portion (145) and the engagement portion (146) are engaged
with each other, the engagement portion cannot be checked
from below because of the partition plate (25) covering the
top side of the cleaning unit (100). However, as described
above, the transparent portion (147) which is provided on the
partition plate (25) and which allows a visual check of the
engagement portion, enables a user to check the engagement
portion during attachment. Thus, the provision of the trans-
parent portions (147) can improve the efficiency in attaching
the cleaning unit (100).

Further, it is preferable that the cleaning unit (100) includes
dust collecting means (90) located in an area outside the air
filter (30) which is circular in plan view, for collecting the dust
removed by the dust removal means (50); the main unit (10)
and the cleaning unit (100) further include electrical compo-
nent boxes (20, 105), respectively, in which electrical com-
ponents for controlling component parts (21, 40,50,70, 80) in
the units (10, 100) are accommodated; main partition plates
(23, 24) covering a bottom side of the casing (18) of the main
unit (10) are provided with an introduction opening (864) for
introducing the air blown by the indoor fan (21) into the
cleaning unit (100); the dust removal means (50) is arranged
to extend in a radial direction of the air filter (30), with one
end of the dust removal means (50) connected to the intro-
duction opening (864), and is rotatable about the introduction
opening (864); the electrical component box (105) for the
cleaning unit (100) and the dust collecting means (90) are
disposed below a chamber partition plate (25) covering a top
side of the casing (101) of the cleaning unit (100), in the area
outside the air filter (30) in plan view and outside an area
where the dust removal means (50) rotates; and the chamber
partition plate (25) located above the dust collecting means
(90) is provided with an opening (25a) to be covered with a
cover member (106), and the electrical component box (20)
for the main unit (10) is located so as to correspond to the
opening (25a) (the thirteenth aspect of the present invention).

With this structure, maintenance of the air filter (30) and
the component box (20) in the main unit (10) can be per-
formed without detaching the cleaning unit (100) located
below the main unit (10). That is, the dust removal means (50)
is rotated to move to a position at which the dust removal
means (50) does not overlap with the air filter (30) in plan
view, thereby making it possible to detach the air filter (30)
and allowing access to the electrical component box (20) of
the main unit (10) through the opening (254a) by detaching the
dust collecting means (90). As a result, with the above struc-
ture, the efficiency in performing maintenance can be
improved.

Further, the cleaning unit (100) may further include dust
collecting means (90) for collecting the dust removed by the
dust removal means (50); the dust collecting means (90) may
be connected to the dust removal means (50) through a duct
(88) which constitutes a transfer path; and the duct (88) may
be detachably connected to at least one of the dust collecting
means (90) and the dust removal means (50) (the fourteenth
aspect of the present invention).

As described, the duct (88) serving as a transfer path con-
necting between the dust removal means (50) and the dust
collecting means (90) is detachably connected to at least one
of'the dust removal means (50) and the dust collecting means
(90). Thus, the duct (88) can be easily attached and detached
when the dust collecting means (90) is detached, for example,
at the time of maintenance. This can improve the efficiency in
performing maintenance.
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Further, it is preferable that the indoor panel (11) has an
inlet grill (12) for covering the intake side of the indoor fan
(21); the inlet grill (12) is provided with a nozzle insertion
portion (110) into which a nozzle (150) of a cleaner can be
inserted; and the nozzle insertion portion (110) communi-
cates with the dust collecting means (90) when the nozzle
(150) is inserted into the nozzle insertion portion (110) (the
fifteenth aspect of the present invention).

Thus, to collect, from the room side, the dust collected in
the dust collecting means (90), the nozzle (150) of a cleaner is
inserted into the nozzle insertion portion (110) provided at the
inlet grill (12) on the room side, and thereby, the dust in the
dust collecting means (90) can be suctioned with the nozzle
(150). Thus, with the above structure, an effort in collecting
the dust can be saved. As a result, the dust collection effi-
ciency can be improved.

Further, it is preferable that the indoor panel (211) is pro-
vided with a holding portion (213) for holding the air filter
(230) (the sixteenth aspect of the present invention). With this
structure, the air filter (230) can be held on the indoor panel
(211). Thus, it is possible to remove the cleaning unit (100)
and attach the indoor panel (211) directly to the main unit
10).

Advantages of the Invention

As described above, according to the present invention, the
indoor unit (3) of the air conditioner (1) is constituted by the
main unit (10) having the indoor heat exchanger (22) and the
indoor fan (21), the cleaning unit (100) having the air filter
(30) and the dust removal means (50), and the indoor panel
(11) covering the room side of the main unit (10) and the
cleaning unit (100). Thus, a cleaning mechanism for the air
filter (30) can be easily added to or removed from the main
unit (10). As a result, the versatility of the indoor unit can be
increased.

According to the second aspect of the present invention, the
cleaning unit (100) is provided with the dust collecting means
(90) for collecting dust. Thus, the frequency of work collect-
ing the dust removed by the dust removal means (50) can be
reduced, thereby making it possible to reduce maintenance
work. Moreover, the dust collecting means (90) is located in
an area outside the air filter (30). Therefore, the air flowing
into the air filter (30) can be reliably prevented from being
obstructed by the dust collecting means (90).

Further, according to the third aspect of the present inven-
tion, the cleaning unit (100) includes the dust transfer means
(80) for transferring the dust removed by the dust removal
means (50) to the dust collecting means (90). Thus, the dust
can be efficiently collected in the dust collecting means (90).
In particular, according to the fourth aspect of the present
invention, the dust transfer means (80) transfers the dust to the
dust collecting means (90) by utilizing the air blown by the
indoor fan (21). Thus, the dust can be transferred to the dust
collecting means (90) more reliably, and can be collected in
the dust collecting means (90) more efficiently. Moreover,
according to the fifth aspect of the present invention, the dust
collecting means (90) is provided with the receiving opening
(94) and the discharge opening (91), and the filter (92) is
disposed on the upstream side of the discharge opening (91).
Thus, the air can smoothly flow in the dust collecting means
(90), and the filter (92) can prevent the dust from flowing out
together with the air. As a result, the dust can be efficiently
collected in the dust collecting means (90). Further, according
to the sixth aspect of the present invention, the receiving
opening (94) is formed in one side of the box-like dust col-
lecting means (90), whereas the discharge opening (91) is
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formed in the other side of the dust collecting means (90).
With this structure, the air can flow in the dust collecting
means (90) more efficiently, and the dust can be collected in
the dust collecting means (90) more efficiently.

Further, according to the seventh aspect of the present
invention, the main unit (10) is configured such that the seal-
ing cover (95) for closing the introduction opening (864),
which is formed in the main partition plates (23, 24) covering
the casing (18) from below, can be attached to the main unit
(10). Thus, the air blown by the indoor fan (21) can be pre-
vented from escaping uselessly in the structure in which the
cleaning unit (100) is not provided. As a result, reduction in
the operational efficiency during air conditioning operation
can be avoided.

Further, according to the eighth aspect of the present inven-
tion, the dust removal means (50) includes the dust removal
section (51, 52, 61) for removing dust on the air filter (30), and
the storage section (62) for collecting the removed dust. Thus,
the dust removed by the dust removal section (51, 52, 61) can
be collected in the storage section (62), and as a result, can be
efficiently transferred into the dust collecting means (90).

Further, according to the ninth aspect of the present inven-
tion, the dust removal means (50) is configured to be capable
of moving between the dust removal position at which the
dust removal means (50) overlaps with the air filter in plan
view, and the maintenance position at which the dust removal
means (50) does not overlap with the air filter. Thus, it is not
necessary to remove the dust removal means (50) in order to
detach the air filter (30) or perform maintenance. As a result,
the efficiency in performing maintenance can be improved. In
particular, according to the tenth aspect of the present inven-
tion, the air filter (30) has a circular shape. The dust removal
means (50) is arranged to extend in a radial direction of the air
filter (30), with one end of the dust removal means (50)
connected to the introduction opening (864) formed in the
main partition plates (23, 24) located below the main unit
(10), and is rotatable about the introduction opening (864).
Thus, the dust removal means (50) can be easily switched
between the dust removal position and the maintenance posi-
tion, relative to the air filter (30). As a result, the efficiency in
performing maintenance can be reliably improved.

Further, according to the eleventh aspect of the present
invention, the main unit (10) and the cleaning unit (100)
include the electrical component boxes (20, 105), respec-
tively. These electrical component boxes (20, 105) are con-
nected to each other so as to be capable of transmission of an
electric signal, and therefore, the cleaning unit (100) can be
easily attached, as an independent unit, to an existing indoor
unit or the like. Moreover, even if the electrical component
boxes (20, 105) are provided separately for respective units as
described above, operations of the electrical component
boxes (20, 105) can be linked to each other by connecting the
electrical component boxes (20, 105) so as to be capable of
signal transmission.

Further, according to the twelfth aspect of the present
invention, the bottom side of the casing of the main unit (10)
is provided with the protrusion portion (145), and the engage-
ment portion (146) to be engaged with the protrusion portion
(145) is provided on the partition plate (25) of the cleaning
unit (100). Therefore, the main unit (10) and the cleaning unit
(100) can be easily attached to each other. In addition, the
partition plate (25) is provided with the transparent portions
(147) which allow a visual check of the engagement portion
between the protrusion portion (145) and the engagement
from portion (146) from below. Therefore, it is possible for
the user to visually check, during attachment, the engagement
portion between the protrusion portion (145) and the engage-
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ment portion (146) through the transparent portions (147). As
a result, working efficiency can be improved.

Further, according to the thirteenth aspect of the present
invention, dust removal means (50) is arranged to extend in a
radial direction of the circular air filter (30), with its one end
connected to the introduction opening (864) for introducing
the air blown by the indoor fan (21), and is rotatable about the
introduction opening (86d). The opening (25a) which passes
through the chamber partition plate (25) is formed above the
dust collecting means (90) located in the area outside the area
where the dust removal means (50) rotates and the area out-
side the air filter (30). The electrical component box (20) of
the main unit (10) is placed so as to correspond to the opening
(25a). Thus, it is possible to perform maintenance of the air
filter (30) and the electrical component box (20) of the main
unit (10) without detaching the dust removal means (50) and
the cleaning unit (100), and as a result, the efficiency in
performing maintenance can be improved.

Further, according to the fourteenth aspect of the present
invention, the duct (88) which constitutes a transfer path
between the dust collecting means (90) and the dust removal
means (50) is detachably connected to at least one of the dust
collecting means (90) and the dust removal means (50).
Therefore, the dust collecting means (90) can be easily
detached from the cleaning unit (100) at the time of mainte-
nance, and as a result, the efficiency in performing mainte-
nance can be improved.

Further, according to the fifteenth aspect of the present
invention, the inlet grill (12) of the indoor panel (11) is pro-
vided with the nozzle insertion portion (110) for inserting the
nozzle (150) of a cleaner. The nozzle insertion portion (110)
communicates with the dust collecting means (90) when the
nozzle (150) is inserted therein. Therefore, the dust collected
in the dust collecting means (90) can be easily suctioned from
the room side by the nozzle (150) of the cleaner, and as a
result, the efficiency in collecting dust can be improved.

Further, according to the sixteenth aspect of the present
invention, the indoor panel (211) is provided with the holding
portion (213) for holding the air filter (230). Thus, it is pos-
sible to remove the cleaning unit (100) and attach the indoor
panel (211) directly to the main unit (10). As a result, the
versatility of the indoor unit (3) can be increased.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a pipeline for illustrating a structure of an air
conditioner having an indoor unit according to the present
invention.

FIG. 2 is a vertical cross section for illustrating a structure
inside the indoor unit.

FIG. 3 is an exploded oblique view for illustrating each unit
that constitutes the indoor unit.

FIG. 4 is a cross section taken along the line IV-1V in FIG.
2.

FIG. 5 is an oblique view for illustrating structures of an air
vent in a partition plate, an air filter, and a dust storage con-
tainer.

FIG. 6 is a cross section for illustrating an attachment
structure of the air filter.

FIG. 7 is an oblique view for illustrating a structure of filter
drive means.

FIG. 8 shows dust removal means and a dust storage con-
tainer viewed obliquely from above.

FIG. 9 shows a dust storage container viewed obliquely
from below.

FIG. 10 is a cross section taken along the line X-X in FIG.
8.
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FIG. 11 shows cross sections taken along the line XI-XI in
FIG. 8, for illustrating a movement of a rotating brush during
a dust removal operation and a brush cleaning operation.

FIG.12is an enlarged cross section of an introduction duct.

FIG. 13 shows cross sections for illustrating a movement of
a damper of the dust transfer means.

FIG. 14 shows partial cross sections from which part of a
decorative panel viewed from the room side is omitted.

FIG. 15 is an oblique view for illustrating a connecting
relationship between a damper box and a nozzle insertion
portion.

FIG. 16 is a vertical cross section for illustrating a structure
of a nozzle insertion portion.

FIG. 17 is an oblique view for illustrating structures of a
nozzle connecting portion and a valve.

FIG. 18 is an enlarged cross section of a connecting portion
between a nozzle insertion portion and a flexible duct.

FIG. 19 is an oblique view for illustrating a structure for
temporarily hanging a cleaning unit on a main unit.

FIG. 20 is an oblique view for illustrating an indoor unit
mounted above the ceiling.

FIG. 21 is an oblique view for illustrating a main unit and
a cleaning unit attached to each other.

FIG. 22 is an oblique view for illustrating a cleaning unit
from which a dust collecting box is detached.

FIG. 23 is an oblique view for illustrating a cleaning unit
from which an air filter and a service cover are detached.

FIG. 24 is a figure corresponding to FIG. 19, to which a
cleaning unit is not provided.

FIG. 25 is a figure corresponding to FIG. 12, to which a
cleaning unit is not provided and in which an introduction
opening is closed by a sealing cover.

FIG. 26 is a figure corresponding to FIG. 24, to which a
cleaning unit is not provided and in which an air filter is
attached to a decorative panel.

DESCRIPTION OF REFERENCE CHARACTERS

1 Air Conditioner

3 Indoor Unit

10 Main Unit

11, 211 Decorative Panel (Indoor Panel)

12, 212 Inlet Grill

18 Main Casing (Casing)

20 Electrical Component Box

21 Indoor Fan (Component Part)

22 Indoor Heat Exchanger

23 Drain Pan (Main Partition Plate)

24 Bell Mouth (Main Partition Plate)

25 Partition Plate (Chamber Partition Plate)
25a Service Hole (Opening)

30, 230 Air Filter

40 Filter Drive Means (Component Part)

50 Dust Removal Means (Component Part)
51 Rotating Brush (Dust Removal Section)
52 Cleaning Brush (Dust Removal Section)
60 Dust Storage Container

61 Removal Section (Dust Removal Section)
62 Storage Section

70 Storage Amount Detection Means (Component Part)
80 Dust Transfer Means (Component Part)
86 Introduction Duct

864 Introduction Opening

88 Transfer Duct (Duct)

90 Dust Collecting Box (Dust Collecting Means)
91 Discharge Opening

92 Filter
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94 Receiving Opening
95 Sealing Cover
100 Cleaning Unit
101 Chamber Casing (Casing)
105 Electrical Component Box
110 Nozzle Insertion Portion
106 Service Cover (Cover Member)
145 Hook (Protrusion Portion)
146 Fitting for temporary hanging (Engagement Portion)
147 Transparent Portion
213 Holding Portion

DESCRIPTION OF EMBODIMENTS

Embodiments of the present invention will be described in
detail hereinafter with reference to the drawings. The follow-
ing embodiments are merely preferred examples in nature,
and are not intended to limit the scope, applications, and use
of the invention.

The present embodiment relates to an air conditioner (1)
having an indoor unit (3) according to the present invention.
According to this air conditioner (1), the indoor unit (3) is
mounted in the ceiling of a room. In the following description,
a structure of the air conditioner (1) according to the present
embodiment will be described first, and then, a structure of
the indoor unit (3) will be described.

<General Structure>

As shown in FIG. 1, the air conditioner (1) includes an
outdoor unit (2) and an indoor unit (3). A compressor (4), an
outdoor heat exchanger (5), an expansion valve (6), a four-
way switching valve (7), and an outdoor fan (8) are provided
in the outdoor unit (2). An indoor heat exchanger (22) and an
indoor fan (21) are provided in the indoor unit (3).

Inthe outdoor unit (2), the discharge side of the compressor
(4) is connected to a first port (P1) of the four-way switching
valve (7). The intake side of the compressor (4) is connected
to a third port (P3) of the four-way switching valve (7).

The outdoor heat exchanger (5) is a fin-and-tube heat
exchanger of cross-fin type. One end of the outdoor heat
exchanger (5) is connected to a fourth port (P4) of the four-
way switching valve (7). The other end of the outdoor heat
exchanger (5) is connected to a liquid side closing valve (9a).

The outdoor fan (8) is located close to the outdoor heat
exchanger (5). The outdoor heat exchanger (5) exchanges
heat between the outside air taken by the outdoor fan (8) and
a refrigerant flowing in the heat exchanger (5). An expansion
valve (6) whose degree of opening is variable is provided
between the outdoor heat exchanger (5) and the liquid side
closing valve (9a). Further, a second port (P2) of the four-way
switching valve (7) is connected to a gas side closing valve
95).

The four-way switching valve (7) is capable of switching
between a first state (the state as shown in solid line in FIG. 1)
in which the first port (P1) and the second port (P2) commu-
nicate with each other and in which the third port (P3) and the
fourth port (P4) communicate with each other, and a second
state (the state as shown in broken line in FIG. 1) in which the
first port (P1) and the fourth port (P4) communicate with each
other and in which the second port (P2) and the third port (P3)
communicate with each other.

The air conditioner (1) performs a heating operation when
the four-way switching valve (7) is in the first state, and
performs a cooling operation when the four-way switching
valve (7) is in the second state. During the heating operation,
avapor compression refrigeration cycle in which the outdoor
heat exchanger (5) serves as an evaporator and the indoor heat
exchanger (22) serves as a condenser, is performed in the
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refrigerant circuit shown in FIG. 1. In contrast, during the

cooling operation, a vapor compression refrigeration cycle in

which the outdoor heat exchanger (5) serves as a condenser

and the indoor heat exchanger (22) serves as an evaporator, is

performed in the refrigerant circuit shown in FIG. 1.
<Structure of Indoor Unit>

A structure of the indoor unit (3) will be described in detail
hereinafter with reference to FIGS. 2-4.

As shown FIGS. 2 and 3, the indoor unit (3) includes amain
unit (10) having the indoor fan (21) and the indoor heat
exchanger (22), a cleaning unit (100) placed on the room side
of the main unit (10), and a decorative panel (11) which
covers the room side of the cleaning unit (100). That is, the
indoor unit (3) is constituted by the main unit (10), the clean-
ing unit (100) and the decorative panel (11) stacked in this
order from the top as shown in FIG. 3.

The main unit (10) has a box-like main casing (18) which
is open toward the room. The indoor fan (21), the indoor heat
exchanger (22), a drain pan (23), a bell mouth (24), and an
electrical component box (20) are disposed in the main casing
(18). According to the present embodiment, part of the drain
pan (23) and part of the bell mouth (24) constitute a main
partition plate which covers a bottom side of the main casing
(18) of the main unit (10).

A heat insulation (17) is attached to the inner surface of the
main casing (18). The main casing (18) is supported on and
suspended from the wall above the ceiling such that the open-
ing of the main casing (18) is positioned on the room side, as
described later.

The indoor fan (21) is a so-called “turbo fan.” As shown in
FIG. 2, the indoor fan (21) is located at a generally central
location of the main casing (18) of the main unit (10), and
positioned above an inlet (13) of the decorative panel (11)
described later. The indoor fan (21) has a fan motor (21a) and
an impeller (215). The fan motor (21a) is fixed to the top plate
of'the main casing (18). The impeller (215) is connected to the
shaft of the fan motor (21a).

The bell mouth (24) is provided under the indoor fan (21)
s0 as to communicate with the inlet (13). In the interior of the
indoor unit (3), the bell mouth (24) partitions the space on the
upstream side of the indoor heat exchanger (22) into a space
on the indoor fan (21) side and a space on the inlet grill (12)
side, as shown in FIG. 2. The provision of the bell mouth (24)
allows the air drawn by the indoor fan (21) from a space under
the bell mouth (24) to be blown out in a circumferential
direction in a space above the bell mouth (24).

Further, the main partition plate of the present embodiment
that is constituted by the bell mouth (24) and the drain pan
(23), is provided with an opening (24a) at a location corre-
sponding to one of four corners of the rectangular parallel-
epiped main casing (18), as shown in FIG. 3. The opening
(24a) constitutes an introduction opening of an introduction
duct (86) described later.

In the case where the indoor unit (3) does not include the
cleaning unit (100) (but includes only the main unit (10)), the
opening (24a) is closed by a sealing cover (95) from below so
that the air blown by the indoor fan (21) will not escape from
the opening (24a) (see FIG. 24 and FIG. 25). The sealing
cover (95) is fixed to the main partition plates (23, 24) of the
indoor unit (10) with screws (96) as shown in FIG. 25.

The indoor heat exchanger (22) has a generally square
shape in plan view, and is arranged in the main casing (18) so
as to surround the indoor fan (21). The indoor heat exchanger
(22) exchanges heat between the room air taken by the indoor
fan (21) (blown air) and the refrigerant flowing in the heat
exchanger (22).
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The drain pan (23) is placed under the indoor heat
exchanger (22). The drain pan (23) is for receiving drain water
generated as a result of condensation of water vapor in the air
at the indoor heat exchanger (22). The drain pan (23) is
provided with a drain pump (not shown) for draining drain
water. Further, the drain pan (23) is inclined so that the drain
water is collected at a place where the drain pump is provided.

The electrical component box (20) accommodates various
types of electrical components for controlling operations of
component parts, such as the indoor fan (21) in the indoor unit
(3). As shown in FIG. 3, the electrical component box (20) is
positioned under the bell mouth (24) and is located in an area
outside the inlet of the indoor fan (21) in plan view so as not
to overlap with the inlet of the indoor fan (21). According to
the present embodiment, the electrical component box (20) is
placed at a location opposite to the opening (24a) formed in
the bell mouth (24), with the inlet of the indoor fan (21)
interposed between the opening (24a) and the electrical com-
ponent box (20).

The cleaning unit (100) includes a generally rectangular
chamber casing (101) in plan view, in which a circular air
filter (30), dust removal means (50), dust transfer means (80),
and a dust collecting box (90) (dust collecting means), etc. are
disposed. Specifically, the cleaning unit (100) is configured to
be capable of removing dust which adheres to the air filter
(30) located on the intake side of the indoor fan (21) by using
the dust removal means (50), of transferring the removed dust
into the dust collecting box (90) by using the dust transfer
means (80), and of storing the dust in the dust collecting box
(90), as will be described in detail later.

The chamber casing (101) is configured to have the same
size as the size of the main casing (18) of the main unit (10),
and is located on the room side of the main casing (18), with
a sealing member (102) sandwiched between the main casing
(18) and the chamber casing (101), as shown in FIG. 2.
Further, a decorative panel (11) is attached to the room side of
the chamber casing (101), with a sealing member (103) sand-
wiched between the chamber casing (101) and the decorative
panel (11).

Further, the chamber casing (101) is provided with four air
paths (101a) along each side of the chamber casing (101).
Each air path (101a) communicates with the space in the main
casing (18) that is created in the outer peripheral region of the
indoor heat exchanger (22) in the main unit (10), so that the air
after heat exchange with the refrigerant by the indoor heat
exchanger (22) can flow toward the room. That is, the air
having flowed in the air paths (101a) formed in the chamber
casing (101) is supplied to the room through the outlet (14)
formed in the decorative panel (11). In the chamber casing
(101), as shown in FIG. 2, the inner side portions of the air
paths (101a) support, from below, the drain pan (23) of the
main unit (10), with a sealing member (104) sandwiched
therebetween.

Although not particularly shown in the drawings, the inner
and outer surfaces of the chamber casing (101) are covered
with a heat insulation. Also, walls of the air paths (101a)
formed in the chamber casing (101) are covered with a heat
insulation as well.

The decorative panel (11) has a rectangular, plate-like
shape in plan view (see FIG. 3). As shown in FIG. 2, the
decorative panel (11) is slightly larger in size than the main
casing (18) ofthe main unit (10) and the chamber casing (101)
of the cleaning unit (100) in plan view. As described above,
the decorative panel (11) is attached to the chamber casing
(101) so as to cover the bottom side of the chamber casing
(101), with the sealing member (103) sandwiched between
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the chamber casing (101) and the decorative panel (11). Thus,
the decorative panel (11) is exposed to the room as shown in
FIG. 3.

Further, the decorative panel (11) is provided with one inlet
(13) and four outlets (14, 14, . .. ) as shown in FIG. 3. The inlet
(13) has a generally rectangular shape, and is disposed in a
central portion of the decorative panel (11). An inlet grill (12)
having a slit portion (12a), described later, is fitted in the inlet
(13). The outlets (14) have an elongated rectangular shape,
and are provided along sides of the decorative panel (11) so as
to correspond to the air paths (101a, 1014, . . . ) of the cleaning
unit (100). Further, each outlet (14) is provided with a wind
direction control plate (15) (see, e.g., FIG. 2). The wind
direction control plate (15) is rotatable and therefore capable
of adjusting the wind direction (blowout direction).

The inlet grill (12) is a cover member having, at its central
portion, the slit portion (124) with a plurality of slit openings,
and is attached to the decorative panel (11) such that the inlet
grill (12) covers the inlet (13) of the decorative panel (11).
Further, as will be described in detail later, the inlet grill (12)
is provided with a nozzle insertion portion (110) for inserting
a nozzle (150) of a cleaner. The nozzle (150) of the cleaner
can be inserted in the nozzle insertion portion (110) so that the
dust stored in the dust collecting box (90) can be collected by
the cleaner.

Further, the decorative panel (11) is provided with an LED
(16) which lights, for example, when the amount of dust
stored in the dust collecting box (90) of the cleaning unit
(100) exceeds a predetermined amount, or when the dust
removal means (50) is removing the dust adhering to the air
filter (30), as described later.

<Structure of Cleaning Unit>

Now, an internal structure of the cleaning unit (100) will be
described in detail hereinafter, with reference to drawings
FIGS. 4-14.

As described above, the cleaning unit (100) includes the
generally rectangular chamber casing (101), in which the air
filter (30), the dust removal means (50), the dust transfer
means (80), the dust collecting box (90), and the electrical
component box (105), etc. are disposed. The cleaning unit
(100) is for cleaning the air filter (30) located under the inlet
of the indoor fan (21) of the main unit (10).

Also, the cleaning unit (100) is provided with the partition
plate (25) (a chamber partition plate) covering the lower side
of the bell mouth (24). The partition plate (25) partitions a
space between the bell mouth (24) and the inlet grill (12) into
upper and lower spaces as shown, for example, in FIG. 2. That
is, the partition plate (25) separates the space on the upstream
side of the indoor heat exchanger (22) into a space on the
indoor heat exchanger (22) side, the space including the bell
mouth (24), and a space on the inlet grill (12) side.

An air vent (26) for allowing air taken through the inlet (13)
to flow into the bell mouth (24) is provided in the central
portion of the partition plate (25), as shown in FIGS. 2 and 5.
The air filter (30) covers the air vent (26) from below. In other
words, the partition plate (25) is provided so as to close the
space between the inner side wall of the chamber casing (101)
of the cleaning unit (100) and the air filter (30). With this
structure, all the air taken through the inlet (13) passes
through the air filter (30). Consequently, dust contained in the
upstream air flow can be reliably prevented from flowing in
the downstream side of the partition plate (25) without being
captured by the air filter (30), owing to the provision of the
partition plate (25).

The air vent (26) formed in the partition plate (25) is a
circular hole, which is divided into sectors by four radial
beam members (27) extending in a radial direction. The radial
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beam members (27) are connected to each other at the center
of'the circular air vent (26). The center of the air vent (26) is
provided with a cylindrical, filter turning shaft (28) which
protrudes downward from the center of the air vent (26). The
filter turning shaft (28) is a rotating shaft for rotating the air
filter (30). Further, one of the radial beam members (27) is
provided with two filter pressing members (29) for pressing
the air filter (30) against the rotating brush (51) of the dust
removal means (50) from above.

As will be described in detail later, a service hole (25a)
(opening) is provided at a side of the air vent (26) formed in
the partition plate (25) such that the service hole (25aq) is
connected to the air vent (26). A service cover (106) (a cover
member) is positioned to close the service hole (254a) (see
FIGS. 22 and 23).

As shown in FIG. 5, the air filter (30) is located under the air
vent (26) formed in the partition plate (25), and has a disk-like
shape whose diameter is larger than the diameters of the bell
mouth (24) and the air vent (26). Specifically, the air filter (30)
includes a ring-shaped filter body (31) and a mesh member
(37). The outer peripheral surface of the filter body (31) is
provided with a gear (32). A center portion of the filter body
(31) is provided with a cylindrical shaft insertion portion (33)
supported by six radial ribs (34) which extend in a radial
direction. In other words, each radial rib (34) extends radially
from the shaft insertion portion (33) to be connected to the
filter body (31). Further, the inner side of the filter body (31)
is provided with a ring-shaped inner circumferential rib (35)
and an outer circumferential rib (36) which are concentric
with the filter body (31). The diameter of the outer circum-
ferential rib (36) is larger than the diameter of the inner
circumferential rib (35). Here, as shown in FIG. 6, the inner
diameter of the shaft insertion portion (33) is larger than the
diameter of the filter turning shaft (28) formed on the partition
plate (25) and the diameter of the head of a fastening screw
(28a) described later.

The mesh member (37) is stretched over the filter body
(31). The air taken through the inlet (13) passes through the
mesh member (37) of the air filter (30), and flows into the bell
mouth (24). Here, the dust in the air is captured by the mesh
member (37).

Further, the air filter (30) is biased downward by the above-
described filter pressing members (29) which abut on each
upper surface ofthe ring-shaped circumferential ribs (35, 36).
Thus, the air filter (30) is pressed against a rotating brush (51),
described later, of the dust removal means (50). With this
structure, it is possible to improve the dust removal efficiency
of the dust removal means (50).

As shown in FIGS. 5 and 6, the shaft insertion portion (33)
of'the air filter (30) is rotatably fitted to the filter turning shaft
(28) of the partition plate (25). A dust storage container (60)
of the dust removal means (50) is located under the air filter
(30). The filter turning shaft (28) is inserted in the shaft
insertion portion (33) of the air filter (30), and in this state, a
filter attachment portion (68) of the dust storage container
(60), described later, and the shaft insertion portion (33) of the
partition plate (25) are fastened to each other with the fasten-
ing screw (28a). This structure allows the air filter (30) to be
kept between the partition plate (25) and the dust storage
container (60).

As shown in FIGS. 4 and 7, a filter drive means (40) for
rotating the air filter (30) is provided at a location close to the
air filter (30). The filter drive means (40) includes a filter drive
motor (41) and a limit switch (44) as shown in FIG. 7. The
drive shaft of the filter drive motor (41) is provided with a
drive gear (42), which engages with the gear (32) of the air
filter (30). One end surface of the drive gear (42) (the lower



US 9,103,559 B2

15

surface in the drawing) is provided with a switch actuating
portion (43) which is a protrusion. The switch actuating por-
tion (43) abuts against a lever (44a) of the limit switch (44) by
the rotation of the drive gear (42), and thereby moves the lever
(44a). When the lever (44a) moves, the limit switch (44)
detects the movement of the lever (44a). In other words, the
switch actuating portion (43) and the limit switch (44) detect
the rotation of the drive gear (42), and therefore, it is possible
to detect timing of actuation of the dust removal means (50)
according to the number of rotations of the drive gear (42), or
detect a malfunction in the case where the drive gear (42) does
not rotate.

Next, the dust removal means (50), the storage amount
detection means (70), the dust transfer means (80), and the
dust collecting box (90), which are provided in the cleaning
unit (100), will be described with reference to FIGS. 8-14.

The dust removal means (50) is for removing dust captured
by the air filter (30). The dust removal means (50) includes, as
shown in FIGS. 10 and 11, a rotating brush (51) and a cleaning
brush (52), which are brush members, brush drive means (53),
and a dust storage container (60) for storing the removed dust.
As shown in FIG. 10, the rotating brush (51) and the cleaning
brush (52) are provided in the brush opening (63) of the dust
storage container (60).

The rotating brush (51) includes an elongated, cylindrical
shaft (51a) and a brush (515) located on the outer peripheral
surface of the shaft (51a). The brush (515) includes a plurality
of piles. Further, the brush (515) is provided on part of the
outer surface of the shaft (514a) in a circumferential direction,
along an axial direction of the shaft (51a).

The cleaning brush (52) is provided close to the rotating
brush (51) and can come into contact with the rotating brush
(51). The cleaning brush (52) includes a main portion (52a),
abrush (52b), and a spring (52¢). The main portion (52a) is a
plate-like member, and the length of the main portion (52a) is
the same as that of the shaft (51a) of the rotating brush (51).
The main portion (52a) is positioned at a predetermined dis-
tance from the outer peripheral surface of the rotating brush
(51), and faces the rotating brush (51). The upper portion of
the main portion (52a) has an arc shape so that the upper
portion can be along the outer peripheral surface of the shaft
(51a) of the rotating brush (51). The arc-shaped upper portion
of the main portion (52a) is provided with the brush (526)
along a lengthwise direction of the main portion (52a). The
spring (52¢) is constituted by a plate spring. One end of the
spring (52¢) is connected to a lower end of the main portion
(52a), and the other end of the spring (52¢) is connected to an
inner wall ofthe dust storage container (60). That is, the lower
end of the main portion (52a) is supported by the spring (52¢).

Each of the rotating brush (51) and the cleaning brush (52)
has a length that is equal to or longer than the radius of the
circular air filter (30), and radially extends outward from the
center of the circular air filter (30). That is, as shown in FIG.
4, the dust removal means (50) is arranged so as to extend in
a radial direction of the air filter (30).

The brush (515) of the rotating brush (51) comes into
contact with the mesh member (37) of the rotating air filter
(30), and thereby removes dust from the mesh member (37).
Further, the rotating brush (51) is rotated by the brush drive
means (53) in one direction and the opposite direction, as
shown in FIGS. 10 and 11. The brush drive means (53)
includes a brush drive motor (54), and a drive gear (55) and a
driven gear (56) which are engaged with each other, as shown
in FIGS. 8 and 9. The drive gear (55) is attached to a drive
shaft of the brush drive motor (54). The driven gear (56) is
attached to one end of the shaft (51a) of the rotating brush
(51). This structure allows the rotation of the brush drive
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motor (54) to be transferred to the rotating brush (51) by way
of the drive gear (55) and the driven gear (56), and thereby
rotating the rotating brush (51).

According to the above structure, when the rotating brush
(51) is rotated by the brush drive means (53), the brush (525)
of the cleaning brush (52) comes into contact with the brush
(51b) of the rotating brush (51), and the cleaning brush (52)
removes the dust from the brush (515) of the rotating brush
(51). In other words, the cleaning brush (52) is for removing
dust from the rotating brush (51), and thereby cleaning the
rotating brush (51), and the brush drive means (53) is for
rotating the rotating brush (51) such that the dust captured by
the brush (515) of the rotating brush (51) is scraped off by the
cleaning brush (52).

Further, both brushes (515, 52b) of the rotating brush (51)
and the cleaning brush (5) are made of pile fabric. The pile
fabric is a plush material made on a base fabric in which yarn
(pile yarn) is interwoven, and the length of the pile is rela-
tively short. Further, the pile fabric is an inclined pile material
in which pile is inclined in a certain direction.

Specifically, piles of the brush (515) of the rotating brush
(51) are inclined leftward from the shaft (51a) as shown in
FIG. 10. That is, the piles of the brush (515) are inclined in a
direction opposite to the rotational direction of the air filter
(30). Therefore, the rotation of the air filter (30) in the direc-
tion opposite to the direction along which the piles of the
brush (515) are inclined, enables the dust captured by the
mesh member (37) to be scraped off efficiently.

Further, piles of the brush (524) of the cleaning brush (52)
are inclined obliquely downward from the main portion (52a)
as shown in FIG. 10. That is, the piles of the brush (525) are
inclined in a direction opposite to the rotational direction of
the rotating brush (51) when the rotating brush (51) rotates
clockwise in FIG. 10. Therefore, the rotation of the rotating
brush (51) in the direction opposite to the direction along
which the piles of the brush (525) of the cleaning brush (52)
are inclined, enables the dust adhering to the brush (515) of
the rotating brush (51) to be removed with the brush (525) of
the cleaning brush (52).

The dust removal operation of the rotating brush (51) and
the cleaning brush (52) will be described in detail later.

The dust storage container (60) is for collecting and tem-
porarily storing dust removed from the rotating brush (51) by
the cleaning brush (52). The dust storage container (60) is a
columnar container whose upper portion protrudes rightward
relative to the lower portion thereof in side view (when
viewed from the right side of FIG. 8), which means that the
dust storage container (60) is slightly bent at the middle to
form an inclined V-shape in side view. The upper portion of
the dust storage container (60) is a removal section (61) in
which the rotating brush (51) for removing dust adhering to
the air filter (30) and others are disposed. The lower portion of
the dust storage container (60) is a storage section (62) for
storing dust removed from the air filter (30) with the rotating
brush (51). The dust removal section of the present invention
corresponds to the structure in which the rotating brush (51)
and the cleaning brush (52) are disposed in the removal sec-
tion (61) of the dust storage container (60).

Specifically, the removal section (61) has, in its top surface,
a brush opening (63) extending in a lengthwise direction of
the removal section (61). As mentioned above, the cleaning
brush (52) and the rotating brush (51) of the dust removal
means (50) are located in the brush opening (63).

Further, one surface of the removal section (61) is provided
with the above-mentioned filter attachment portion (68). The
filter attachment portion (68) is a protrusion having a gener-
ally U-shape in plan view which is open toward the direction
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along which the removal section (61) protrudes from the
storage section (62). Further, as shown in FIG. 6, the width
dimension of the inner side of the U-shape of the filter attach-
ment portion (68) is larger than the diameter of the screw
portion of the fastening screw (28a) which is screwed into the
filter turning shaft (28) of the partition plate (25), and is
smaller than the diameter of the filter turning shaft (28).

According to this structure, as shown in FIG. 6, the fasten-
ing screw (28a) is screwed into the filter turning shaft (28),
with the air filter (30) sandwiched between the filter attach-
ment portion (68) and the radial beam members (27) of the
partition plate (25). Therefore, the air filter (30) can be fixed
between the filter attachment portion (68) and the partition
plate (25). To detach the air filter (30), the fastening screw
(28a) is loosened, and the dust storage container (60) having
the filter attachment portion (68) is rotated in a direction
opposite to the direction along which the removal section (61)
protrudes (opposite to the direction to which the filter attach-
ment portion (68) opens), thereby making it possible to
remove only the filter attachment portion (68), which holds
the air filter (30) from below, from under the shaft insertion
portion (33) of the air filter (30), with the fastening screw
(28a) being screwed into the filter turning shaft (28). As
mentioned above, the inner diameter of the shaft insertion
portion (33) of the air filter (30) is larger than the diameter of
the filter turning shaft (28) of the partition plate (25) and the
diameter of the fastening screw (28a), and that is why the air
filter (30) can be removed from under the shaft insertion
portion (33).

With this attachment structure of the air filter (30), the air
filter (30) can be easily detached without removing the fas-
tening screw (28a).

The lower side (bottom side) of the storage section (62)
protrudes to have an arc shape in cross section. The dust
removed from the rotating brush (51) with the cleaning brush
(52) falls into the arc portion of the storage section (62) and is
stored in the arc portion. Further, the storage section (62) has
a cylindrical shape, and is open at both ends (66, 67) along its
longitudinal direction. A damper box (81) of the dust transfer
means (80), described later, is connected to the first end
portion (66) of the storage section (62), and a transfer duct
(88) of the dust transfer means (80), described later, is con-
nected to the second end portion (67) of the storage section
(62).

Further, as shown in FIG. 10, the dust storage container
(60) is provided with storage amount detection means (70) for
detecting an amount of dust stored in the storage section (62).
The storage amount detection means (70) includes an LED
(72) and a phototransistor (73) accommodated in a sensor box
(71). The sensor box (71) is provided closer to the second end
portion (67) of the storage section (62) of the dust storage
container (60), and extends in a transverse direction of the
storage section (62) and covers the bottom portion of the
storage section (62) (see FIGS. 5,8 and 9). The LED (72) and
the phototransistor (73) are disposed in the sensor box (71) so
as to oppose each other, with the storage section (62) inter-
posed therebetween in the transverse direction of the storage
section (62). Further, a first transparent window (64) and a
second transparent window (65), which are respectively cor-
responding to the LED (72) and the phototransistor (73), are
formed in the wall of the storage section (62).

In the storage amount detection means (70) according to
the above structure, light emitted by the LED (72) passes
through the transparent window (64) and then the second
transparent window (65), and thereafter, the luminous inten-
sity of the light is detected by the phototransistor (73). The
amount of dust stored in the storage section (62) (i.e., the

10

15

20

25

30

35

40

45

50

55

60

65

18

amount of dust filling the storage section (62)) can be checked
according to the luminous intensity detected by the pho-
totransistor (73). Specifically, in the case where the amount of
dust stored is small, the transmittance of light passing from
the first transparent window (64) to the second transparent
window (65) in the storage section (62) is high, and therefore,
the luminous intensity detected by the phototransistor (73) is
high. In contrast, in the case where the amount of dust stored
is large, the transmittance of light passing from the first trans-
parent window (64) to the second transparent window (65) in
the storage section (62) is low, and therefore, the luminous
intensity detected by the phototransistor (73) is low. There-
fore, according to the storage amount detection means (70), it
is possible to determine that a large amount of dust is stored
in the storage section (62) in the case, for example, where the
luminous intensity is a certain value or less. Thus, if the
storage amount detection means (70) detects that the dust
storage amount in the storage section (62) is large even after
a dust transfer operation by the dust transfer means (80),
described later, for transferring dust in the storage section
(62), it is possible to determine that the dust collecting box
(90), to which the dust is to be transferred, is full.

Further, as described above, the storage amount detection
means (70) is provided closer to the second end portion (67)
of'the storage section (62) that is connected to a transfer duct
(88). Therefore, even in the case where the second end portion
(67) is clogged with dust while the dust is transferred and
stored in the dust collecting box (90) through the transfer duct
(88), the clogging can be detected by the storage amount
detection means (70). That is, according to the structure of the
present embodiment, the storage amount detection means
(70) is provided at a location close to the second end portion
(67) of the storage section (62) to which the transfer duct (88)
is connected, because that portion is most likely to be clogged
with the dust. As a result, it is possible to reliably detect the
clogging with dust.

The dust transfer means (80) includes the above-men-
tioned damper box (81) and the transfer duct (88), and an
introduction duct (86) and a suction duct (87), as shown, for
example, in FIGS. 4, 5, 8, 12, and 13.

The damper box (81) has a rectangular parallelepiped
shape. One end of the damper box (81) along the longitudinal
direction thereof is connected to the first end portion (66) of
the storage section (62). A damper (82), which is an opening
and closing member, is provided in the damper box (81) as
shown in FIGS. 12 and 13. When the damper (82) is closed,
the interior space of the damper box (81) is partitioned into
two chambers along the longitudinal direction of the damper
box (81). That is, the interior space of the damper box (81) is
partitioned by the damper (82) into a first chamber (81a) on
the other side and a second chamber (815) on the one side to
which the dust storage container (60) is connected. As men-
tioned above, the first end portion (66) of the storage section
(62) is connected to the second chamber (815) formed on the
one side of the damper box (81). The second chamber (815)
and the storage section (62) communicate with each other.

As shown in FIGS. 9 and 13, the dust transfer means (80)
includes a damper drive motor (83), a drive gear (84), and a
driven gear (85), for opening and closing the damper (82).
The drive gear (84) is connected to a drive shaft of the damper
drive motor (83). The driven gear (85) is connected to a
rotating shaft of the damper (82). The drive gear (84) and the
driven gear (85) are disposed to engage each other. This
structure allows the rotation of the damper drive motor (83) to
be transferred to the rotating shaft of the damper (82) by way
of'the gears (84, 85). As aresult, the damper (82) rotates about
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its rotating shaft according to the rotation of the damper drive
motor (83), and thereby performing opening and closing
movements.

One end of the introduction duct (86) is connected to the
upper surface of the damper box (81), and communicates with
the first chamber (81a) in the damper box (81). On the other
hand, as shown in FIG. 12, the other end of the introduction
duct (86), which extends vertically upward from the damper
box (81) and goes through the partition plate (25) between the
cleaning unit (100) and the main unit (10), is connected to a
protrusion portion of the drain pan (23) of the main unit (10).
The introduction duct (86) includes an upstream duct (86a)
and a downstream duct (865) each having a circular cross
section. The two members (86a, 865) are connected to each
other in a vertical direction with a fastening screw (86¢).

The cross-sectional area (the flow path area) of the
upstream duct (86a) is larger than the cross-sectional area (the
flow path area) of the downstream duct (865). The lower end
(the lower side in FIG. 12) of the downstream duct (865) is
connected to the upper surface of the damper box (81),
whereas the upper end (the upper side in FIG. 12) of the
upstream duct (86a) comes in contact with the horizontally-
extending protrusion portion of the drain pan (23), with a
sealing member (86¢) interposed therebetween. An introduc-
tion opening (864), which is a through hole, is formed in the
protrusion portion of the drain pan (23). The introduction
opening (86d) allows the upstream duct (864) to communi-
cate with the space on the indoor fan (21) side. That is, the
introduction duct (86) is configured to introduce the air blown
by the indoor fan (21) into the damper box (81).

Further, the connecting portion between the upstream duct
(86a) and the downstream duct (865) of the introduction duct
(86) is located at a through hole in the partition plate (25).
Specifically, the ducts (86a, 865) are connected to each other
in such a manner that the periphery of the through hole
formed in the partition plate (25) is sandwiched between a
bottom plate of the upstream duct (86a) and an upper end
flange of the downstream duct (865). This structure allows the
upper end of the introduction duct (86) to be connected to the
bell mouth (24), with the periphery of the through hole in the
partition plate (25) sandwiched between a bottom plate of the
upstream duct (864) and an upper end flange of the down-
stream duct (865) to avoid dropping of the introduction duct
(86).

Further, because of the structure in which the periphery of
the through hole formed in the partition plate (25) is sand-
wiched between the bottom plate of the upstream duct (86a)
and the upper end flange of the downstream duct (865) as
described above, the connecting portion between the
upstream duct (86a) and the downstream duct (865) is rotat-
able with respect to the partition plate (25). Moreover, accord-
ing to the present embodiment, the portion at which the
upstream duct (86a) and the sealing member (86¢) come in
contact with each other is rotatable as well. Therefore, the
introduction duct (86), the damper box (81), and the dust
removal means (50) can rotate integrally with each other
about the shaft (introduction opening) of the introduction
duct (86).

One end, i.e., intake side, of the suction duct (87) is con-
nected to a bottom surface on the one end of the damper box
(81), and communicates with the second chamber (815) in the
damper box (81), as shown, for example, in FIGS. 13 and 14.
The other end, i.e., discharge side, of the suction duct (87) is
connected to a nozzle insertion portion (110) provided on the
decorative panel (11). The nozzle insertion portion (110) has
an opening for inserting a nozzle (150) of the cleaner for
suction, as described in detail below.

10

15

20

25

30

35

40

45

50

55

60

65

20

Specifically, the suction duct (87) includes a connecting
pipe (87a) rotatably attached to the lower surface of the
damper box (81), and a flexible duct (875) for connecting the
connecting pipe (87a) and the nozzle insertion portion (110)
of the decorative panel (11), as shown in FIG. 14. Owing to
the structure in which the connecting pipe (87a) is rotatably
connected to the damper box (81) and in which the connecting
pipe (87a) and the nozzle insertion portion (110) are con-
nected by the deformable, flexible duct (875) as described
above, the damper box (81) and the nozzle insertion portion
(110) can be reliably connected to each other even if the
direction of the slit portion (12a) of the inlet grill (12) is
changed at the time of installation when viewed from below,
as shown in FIG. 14. Thus, the direction of the slit portion
(12a) of the inlet grill (12) can be freely changed according to
the user’s preferences.

As shown in FIGS. 2-4, one end of the transfer duct (88) is
connected to the second end portion (67) of the storage sec-
tion (62) of the dust storage container (60), and the other end
of' the transfer duct (88) is connected to a dust collecting box
(90), described later. The transfer duct (88) allows the dust
storage container (60) and the dust collecting box (90) to
communicate with each other, and dust can be transferred
through the transfer duct (88). The transfer duct (88) is made
of a flexible tube.

In the dust transfer means (80) having the above structure,
the damper (82) in the damper box (81) is closed during a
normal operation performing heating and cooling operations
(see FIG. 13 (A)). Thus, the air blown by the indoor fan (21)
is not guided into the second chamber (815) of the damper
box (81). On the other hand, the damper (82) of the damper
box (81) is opened in the case where the dust in the dust
storage container (60) is transferred to the dust collecting box
(90) (see FIG. 13 (B)). Thus, the air blown by the indoor fan
(21) is guided into the dust storage container (60) through the
introduction duct (86) and the damper box (81). As a result,
the dust in the dust storage container (60) flows through the
transfer duct (88) together with the guided air, and is trans-
ferred into the dust collecting box (90). In other words, the
dust in the dust storage container (60) can be removed from
inside the dust storage container (60) and can be transferred to
a certain place by opening the damper (82) in the damper box
(81) and utilizing the air blown by the indoor fan (21).

Further, in the dust transfer means (80), the damper (82) in
the damper box (81) is closed as well, in the case where the
dust collected in the dust collecting box (90) is discharged to
the outside of the casing (10) (FIG. 13 (C)). In this case, as
described in detail later, the dust in the dust collecting box
(90) is suctioned by a cleaner from the nozzle insertion por-
tion (110) through the transfer duct (88), the damper box (81),
and the suction duct (87).

As mentioned above, the dust collecting box (90) is for
storing dust transferred from inside the dust storage container
(60). The dust collecting box (90) has a slightly elongated,
generally rectangular parallelepiped shape, and is located
under the partition plate (25) like the dust storage container
(60) as shown, for example, in FIGS. 3 and 4. Further, the dust
collecting box (90) is positioned on a lateral side of the air
filter (30) along one edge of the partition plate (25) such that
the dust collecting box (90) does not overlap with the air filter
(30) in plan view (such that the dust collecting box (90) is
located in an area outside the air filter (30)). In the present
embodiment, the dust collecting box (90) is positioned at a
location that is opposite to the damper box (81) with the air
filter (30) interposed therebetween, and under the electrical
component box (20) and the service cover (106) of the main
unit (10) (see FIGS. 21-23). Moreover, in order to reliably
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prevent interference with the air filter (30), the dust collecting
box (90) is configured such that a side plate on the air filter
(30) side has an arc shape so as to correspond to the outer
periphery of the air filter (30). In the present embodiment, the
dust collecting box (90) is located in an area outside the air
filter (30) in plan view. However, the “area outside the air filter
(30)” may include an area where part of the dust collecting
box (90) overlaps with the air filter (30) in plan view, as long
as the dust collecting box (90) does not interrupt air flow.

Further, a side surface of one end portion (one side portion)
of the dust collecting box (90) is provided with a receiving
opening (94), and the other end of the transfer duct (88) is
connected to the receiving opening (94). On the other hand,
the other end portion (the other side portion) of the dust
collecting box (90) goes through the chamber casing (101) of
the cleaning unit (100), and the end surface of the other end
portion is provided with a discharge opening (91) that is open
to the outside of the chamber casing (101). In other words, the
dust collecting box (90) is provided with the discharge open-
ing (91) at its one end that is opposite to the side to which the
transfer duct (88) is connected, and therefore, air can flow
smoothly in the interior of the dust collecting box (90) in its
longitudinal direction. In addition, part of the dust collecting
box (90) that is on the discharge opening (91) side has a
cross-sectional area smaller than the cross-sectional area of
the other part of the dust collecting box (90). Here, the refer-
ence character 93 in FIG. 4 is a sealing member for sealing,
from the interior side of the casing, the portion of the dust
collecting box (90) that goes through the chamber casing
(101).

Further, a filter (92) is provided in the dust collecting box
(90) at a location close to the discharge opening (91). When
dust is transterred into the dust collecting box (90) from the
dust storage container (60), the filter (92) captures the trans-
ferred dust and does not allow the dust to flow out through the
discharge opening (91), while allowing the air to be dis-
charged through the discharge opening (91). Further, when
dust is taken from the dust collecting box (90) by suction of a
cleaner, room air flows into the dust collecting box (90)
through the discharge opening (91). However, dust in the air
which flows into the dust collecting box (90) is captured by
the filter (92).

As described above, the pressure in the dust collecting box
(90) is properly balanced by the intake and discharge of air
through the discharge opening (91). Thus, the dust transfer
operation to the dust collecting box (90) and the dust dis-
charge operation from the dust collecting box (90) are prop-
erly done.

The electrical component box (105) accommodates elec-
tronic components for controlling the actuation of the filter
drive means (40), the dust removal means (50), and the dust
transfer means (80), etc, in the cleaning unit (100). The elec-
tronic components in the electrical component box (105) are
electrically connected, for example via signal lines, to the
electronic components in the electrical component box (20)
of the main unit (10) so that signals can be transmitted.

Further, as shown in FIG. 3, the electrical component box
(105) is positioned under the partition plate (25) of the clean-
ing unit (100), on a side next to the side along which the dust
collecting box (90) is located, and opposite to the damper box
(81) connected to the dust storage container (60) with the air
filter (30) interposed between the damper box (81) and the
electrical component box (105). With this structure, it is pos-
sible to reliably prevent the interference of the electrical com-
ponent box (105) with the dust storage container (60) when
the dust storage container (60) is rotated to detach, for main-
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tenance, the service cover (106) and the air filter (30) pro-
vided at the partition plate (25) of the cleaning unit (100).
<Nozzle Insertion Portion>

Next, a nozzle insertion portion (110) to which the suction
duct (87) is connected will be described in detail with refer-
enceto the FIGS. 15-18. The nozzle insertion portion (110) is
provided outside the slit portion (12a) of the inlet grill (12).
The nozzle insertion portion (110) includes a box-like cover
member (111) provided on the ceiling side of the inlet grill
(12), as shown in FIG. 16. The cover member (111) is con-
stituted by an upper cover (116) having a rectangular paral-
lelepiped shape, and a downwardly opening, box-like lower
cover (117), which are connected one above the other. A first
space (114) is formed in the upper cover (116), and a second
space (115) is formed in the lower cover (117).

The upper cover (116) is rotatably connected to the lower
cover (117). Specifically, the bottom face of the upper cover
(116) is provided with a circular opening (116a), and the
upper surface of the lower cover (117) is provided with an
engagement portion (117a) which can be engaged with the
periphery of the opening (116a). The upper cover (116) can
rotate relative to the lower cover (117), with the periphery of
the opening (116a) being engaged with the engagement por-
tion (117a). That is, the engagement portion (117a) of the
lower cover (117) includes a cylindrical body (11754) which
corresponds to the opening (116a) of the upper cover (116)
and which protrudes upward from the upper surface of the
lower cover (117), and a protrusion portion (117¢) which is
provided at the end of the protrusion of the cylindrical body
(1176) and which protrudes radially outward. As shown in
FIG. 16, the periphery of the opening (116a) formed in the
lower surface of the upper cover (116) is sandwiched between
the protrusion portion (117¢) and the upper surface of the
lower cover (117), and thereby, the upper cover (116) can be
rotatably engaged with the lower cover (117). Although not
specifically shown in the drawing, the upper cover (116) is
divided in its width direction (in a vertical direction of FIG.
16). Thus, the upper cover (116) may be attached to the lower
cover (117) such that the engagement portion (117a) of the
lower cover (117) is fit between the divided parts of the upper
cover (116).

One of side surfaces of the upper cover (116) is inclined so
asto extend upward and outward. The side surface is provided
with an opening (1165) for duct that is open obliquely down-
ward. The other end of the flexible duct (875) of the suction
duct (87) is detachably connected to the opening (1165) for
duct in a manner as described below. The opening (1165) for
duct is covered with a valve (126) from inside the upper cover
(116). The valve (126) is rotatably supported by the upper
cover (116) at the upper end of the valve (126), and is pro-
vided with a protrusion portion (126a) which protrudes from
the upper end of the valve (126) toward the interior of the
upper cover (116). As is described in detail below, the protru-
sion portion (126a) is in contact with part of a piston member
(120), and the valve (126) is configured to be opened and
closed by the up-and-down movements of the piston member
(120).

The inlet grill (12) is provided with an opening (125) which
corresponds to the lower cover (117). Two plate-like cover
members (112, 112) (covers) are arranged next to each other
in the opening (125), and are attached to the lower cover (117)
such that the cover members (112, 112) can rotate upward
about the inner periphery portions of the opening (126) which
oppose to each other. That is, the cover members (112) are
disposed so as to be open upward like double doors. Further,
aspring member (113) is provided between the rotational axis
side of the respective cover members (112) and the inner



US 9,103,559 B2

23

surface of the lower cover (117). The cover members (112)
are biased by the spring member (113) in a closing direction.
Thus, the cover members (112) are always closed in the state
in which the nozzle (150) of the cleaner is not inserted as
shown in the FIG. 16 (A). Therefore, it is difficult to see the
inside of the nozzle insertion portion (110) from the room
side, which can prevent dust from flowing into the room.

The inner surface of the cylindrical body (1175) of the
engagement portion (117a) of the lower cover (117) consti-
tutes an insertion through hole (1174) into which a nozzle
connecting portion (121), described later, of the piston mem-
ber (120) is inserted. That is, the body (1175) of the engage-
ment portion (117a) serves as a guide when the nozzle con-
necting portion (121) slides. This structure enables the nozzle
connecting portion (121), i.e., the piston member (120), to
move up and down smoothly.

The piston member (120) includes a nozzle connecting
portion (121) with which the nozzle (150) of a cleaner comes
into contact, and a shaft (122) integrally formed with the
nozzle connecting portion (121) and located on the nozzle
connecting portion (121). The nozzle connecting portion
(121) has a hemispherical shape which protrudes into the
room side, and its upper side is covered with a flat plate
(121a). The end of the protrusion of the nozzle connecting
portion (121) is provided with a hole (1215). This structure
allows the nozzle (150) of a cleaner having different cross
section or size to come in contact with the nozzle connecting
portion (121) with reliability, and allows dust to be suctioned
and collected through the hole (1215).

The nozzle connecting portion (121) is a hollow structure,
and as shown in FIG. 17, part of the trailing end side (the
upper side in the drawing) of the nozzle connecting portion
(121) is provided with an opening (121¢). The opening (121¢)
is formed so as to be open obliquely upward from the trailing
end side of the hemispherical portion of the nozzle connect-
ing portion (121) to part of the flat plate (121a). The left and
right sides of the opening (121c¢) are provided with contacting
portions (121d) which extend obliquely upward from the flat
plate (121a). The contacting portions (1214) come in contact
with the protrusion portion (126a) provided at the valve (126)
for covering, from inside the upper cover (116), the opening
(1165) for duct that is formed in the upper cover (116). That
is, the protrusion portion (126a) of the valve (126) is provided
at both end portions of the valve (126) along the width direc-
tion of the valve (126), and curves upward. Therefore, when
the nozzle connecting portion (121) moves upward, the pro-
trusion portions (126a) of the valve (126) are pushed up by the
contacting portions (1214) of the nozzle connecting portion
(121). As aresult, it is possible to keep the valve (126) open as
shown in FIG. 16 (B).

The shaft (122) is integrally formed with the flat plate
(121a) of the nozzle connecting portion (121) so as to extend
upward. The upper end of the shaft (122) is located in a
cylindrical guide (116¢) formed on the inner side of the upper
surface of the upper cover (116). This structure allows the
nozzle connecting portion (121) to move up and down more
smoothly. Further, a spring member (125) is provided on the
outer periphery side of the shaft (122) such that the spring
member (125) is interposed between the lower end portion of
the guide (116¢) and the flat plate (121a) of the nozzle con-
necting portion (121). The spring member (125) biases the
nozzle connecting portion (121) in a downward direction (to
the lowest point), and allows the nozzle connecting portion
(121) to move upward when the nozzle (150) of the cleaner
pushes the nozzle connecting portion (121) from below. The
nozzle connecting portion (121) is configured such that the
periphery of the flat plate (121a) comes in contact with the
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protrusion portion (117¢) of the engagement portion (1174)
of'the lower cover (117) when the nozzle connecting portion
(121)is biased ina downward direction by the spring member
(125).

According to the above structure, when the nozzle (150) of
the cleaner is pushed against the nozzle connecting portion
(121) from below, the nozzle connecting portion (121) moves
upward against a biasing force of the spring member (125),
and as a result, the entire opening (121¢) formed in the nozzle
connecting portion (121) is open toward the first space (114)
in the upper cover (116). Further, along with the upward
movement of the nozzle connecting portion (121), the con-
tacting portions (1214) provided at left and right sides of the
opening (121¢) of the nozzle connecting portion (121) push
up the protrusion portions (1264) of the valve (126) for cov-
ering, from inside the upper cover (116), the opening (1165)
for duct that is formed in the upper cover (116). As aresult, the
valve (126) is opened, and the suction duct (87) and the
interior space of the nozzle connecting portion (121) commu-
nicate with each other through the opening (1165) for duct.

In other words, when the nozzle connecting portion (121)
is displaced upward, the interior space of the nozzle connect-
ing portion (121) communicates with the interior of the dust
collecting box (90) through the opening (121¢) formed in the
nozzle connecting portion (121), the first space (114) in the
upper cover (116), the suction duct (87), the damper box (81),
the dust storage container (60), and the transfer duct (88). If
the cleaner is actuated in this state, the dust stored in the dust
collecting box (90) is suctioned by the nozzle (150) of the
cleaner, due to a suction force of the cleaner, through the
transfer duct (88), the dust storage container (60), the damper
box (81), the suction duct (87), the first space (114) in the
cover member (111), and the nozzle connecting portion
(121).

On the other hand, when the nozzle connecting portion
(121) is not pushed up by the nozzle (150) of the cleaner, the
valve (126) of the opening (1165) for duct is not pushed up by
the contacting portions (1214) of the nozzle connecting por-
tion (121), and therefore, the valve (126) of the opening
(1165) is closed as shown in FIG. 16 (A). This is because the
nozzle connecting portion (121) is biased in a downward
direction by the spring member (125). As a result, the nozzle
connecting portion (121) and the suction duct (87) are dis-
connected to each other, and therefore, dust can be prevented
from diffusing into the room.

The side surface and the top surface of the interior side of
lower cover (117) is provided with nozzle guide portions
(118) for having the nozzle (150) of the cleaner reliably come
in contact with the nozzle connecting portion (121). Each
nozzle guide portion (118) is a plate-like member formed
across the side surface and the top surface of the interior side
of'the lower cover (117), and two nozzle guide portions (118)
are provided for each side of the top surface of the rectangular
parallelepiped shaped lower cover (117).

A connecting structure of the flexible duct (8754) will be
described in detail below. As shown in FIG. 18, a connecting
portion (131) at which the nozzle insertion portion (110) and
the flexible duct (875) are connected together includes a first
connecting portion (132) provided at the upper cover (116) of
the nozzle insertion portion (110), and a second connecting
portion (133) provided at an end of the flexible duct (8756)
which corresponds to the first connecting portion (132). The
first connecting portion (132) and the second connecting por-
tion (133) are engaged with each other.

The first connecting portion (132) is a generally cylindrical
member provided with a protrusion portion (132a) which is
formed on the outer peripheral surface of the generally cylin-
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drical member and which extends all around the outer periph-
eral surface of the generally cylindrical member. An engage-
ment portion (133¢), described later, of the second connecting
portion (133) engages with the protrusion portion (132a).

The second connecting portion (133) includes a main body
(133a) made of the generally cylindrical member whose
diameter is larger than the diameter of the first connecting
portion (132). A claw (1335) is integrally formed on the outer
peripheral surface of the main body (133a). The claw (1335)
includes: the cylindrical engagement portion (133¢) which
extends along an axial direction of the flexible duct (875) and
which engages with the protrusion portion (132a) of the first
connecting portion (132); a lever (1334) which is a protrusion
extending in a direction opposite to the direction along which
the engagement portion (133¢) extends; and an elastic defor-
mation portion (133¢) which connects the engagement por-
tion (133¢) and the lever (1334d) to the main body (133¢) in an
elastic manner, at a middle portion of the engagement portion
(133¢) and the lever (133d). The lever (1334) extends radially
outward as it is closer to the tip end of the lever (133d). This
structure enables the engagement portion (133¢), which
extends in a direction opposite to the direction along which
the lever (1334) extends, to be displaced radially outward by
displacing the lever (1334) radially inward and causing defor-
mation of the elastic deformation portion (133e). In contrast,
when the lever (133d) is returned to its original position, the
engagement portion (133¢) is returned to its original position
because of an elastic restoring force of the elastic deformation
portion (133e).

Thus, to engage the engagement portion (133¢) of the
second connecting portion (133) with the protrusion portion
(132a) of the first connecting portion (132), the engagement
portion (133¢) is brought into contact with the protrusion
portion (132a), thereby causing an elastic deformation of the
elastic deformation portion (133e), which elastically supports
the engagement portion (133¢), and displacement of the
engagement portion (133¢) in a radially outward direction. As
a result, the engagement portion (133¢) can be engaged with
the protrusion portion (132a) (see FIG. 18 (B)). On the other
hand, to detach the second connecting portion (133) from the
first connecting portion (132), the lever (1334) is deformed in
a radially inward direction, thereby causing displacement of
the engagement portion (133¢) in a radially outward direction
and separating the engagement portion (133¢) from the pro-
trusion portion (132a) of the first connecting portion (132).
As aresult, the engagement portion (133¢) and the protrusion
portion (132a) are disconnected from each other.

This structure enables the flexible duct (875) to be easily
attached to or detached from the nozzle insertion portion
(110), and therefore, the efficiency in performing mainte-
nance etc. can be improved.

<Attachment Structure>

Next, an attachment structure for mounting, above the ceil-
ing, an indoor unit (3) of the air conditioner (1) that has the
above-described structure will be described with reference to
FIGS. 19 and 20.

As described above, the indoor unit (3) according to the
present embodiment has the structure in which the main unit
(10), the cleaning unit (100) and the decorative panel (11) are
stacked to each other in a vertical direction. Thus, the cleaning
unit (100) and the decorative panel (11) are mounted above
the ceiling after the main unit (10) is mounted above the
ceiling. As shown in FIG. 20, the main unit (10) is supported
on and suspended from the wall above the ceiling, using
support members (140), and at the same time, the decorative
panel (11) attached to the cleaning unit (100) with bolts (142)
is connected to the main unit (10) with connecting members
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(141), thereby achieving a structure in which the cleaning unit
(100) is sandwiched between the main unit (10) and the
decorative panel (11). This attachment structure allows the
decorative panel (11) to be attached directly to the main unit
(10), thereby forming a general indoor unit (3) without a
cleaning mechanism, even in the case where the cleaning unit
(100) is not provided.

In order to attach the cleaning unit (100) and the decorative
panel (11) to the lower side of the main unit (10) mounted
beforehand in a space above the ceiling as described above,
the main unit (10) and the cleaning unit (100) are provided
with hooks (145) (protrusion portions) for temporary hanging
and with U-shaped fittings (146) (engagement members) for
temporary hanging which engage with the hooks (145) as
shown in FIG. 19.

Specifically, the main unit (10) is provided with the hooks
(145, 145) which protrude toward the interior space of the
main casing (18) from at least two inner surfaces of the main
casing (18). Each hook (145) is bent upward at the end of the
protrusion, so that the fitting (146) for temporary hanging
does not easily go out of engagement with the hook (145).
Further, the hooks (145,145) are positioned at a location
lower than the bell mouth (24) in the main unit (10), and
protrude from the walls which constitute part of the drain pan
23).

The cleaning unit (100) is provided with the inverted
U-shaped fittings (146, 146) for temporary hanging which are
located on the top surface of the partition plate (25) and which
correspond to the hooks (145, 145). That is, the fittings (146)
for temporary hanging are located on the partition plate (25)
to provide insertion through holes in which the hooks (145)
can be inserted. Further, the partition plate (25) of the clean-
ing unit (100) is provided with transparent portions (147)
located close to the fittings (146) for temporary hanging. The
transparent portions (147) are located closer to the center of
the partition plate (25) (air filter (30) side) than the fittings
(146) for temporary hanging, so that the areas at which the
hooks (145, 145) of the main unit (10) and the fittings (146)
for temporary hanging of the cleaning unit (100) are engaged
with each other can be checked when the cleaning unit (100)
is attached to the lower side of the main unit (10).

As described above, the provision of the hooks (145, 145)
and the fittings (146, 146) for temporary hanging allows the
cleaning unit (100) to be inserted between the main unit (10)
and the decorative panel (11) attached to the main unit (10),
and allows the cleaning unit (100) to be temporarily attached
to the main unit (10). As a result, the efficiency in installing
the cleaning unit (100) can be improved.

Moreover, the provision of the transparent portions (147) at
locations on the partition plate (25) of the cleaning unit (100)
which are close to the fittings (146) for temporary hanging,
enables a visual check of the areas at which the hooks (145)
and the fittings (146) for temporary hanging are engaged with
each other when the cleaning unit (100) is temporarily hung
on the main unit (10). As a result, installation can be more
efficiently accomplished.

<Structure for Maintenance>

A structure will be described below which allows access to
the electrical component box (20) of the main unit (10), with
the cleaning unit (100) attached to the main unit (10), at the
time of maintenance of the electrical component box (20).

Specifically, as shown in FIGS. 21-23, the cleaning unit
(100) is configured such that the air filter (30) and the service
cover (106) can be detached from the cleaning unit (100), and
that the service cover (106) and the electrical component box
(20) are positioned at locations which allow access to the
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electrical component box (20) of the main unit (10) when the
service cover (106) is detached from the cleaning unit (100).

More specifically, the dust storage container (60) and the
damper box (81) are rotatable about an axis of the introduc-
tion duct (86) connected to the damper box (81) as described
above. Thus, to detach the air filter (30), the dust storage
container (60) and the damper box (81) can be moved toward
a side of the air filter (30) (see FIG. 22). Here, the dust
removal position according to the present invention is the
state in which at least part of the dust storage container (60)
overlaps with the air filter (30) in plan view as shown in FIG.
21, and the maintenance position is the state in which the dust
storage container (60) does not overlap with the air filter (30)
in plan view as shown in FIG. 22.

To rotate the dust storage container (60) and the damper
box (81), the transfer duct (88) which connects between the
dust storage container (60) and the dust collecting box (90),
and the suction duct (87) (flexible duct (875)) which connects
between the damper box (81) and the nozzle insertion portion
(110) of the decorative panel (11), need to be detached. Thus,
for easy attachment and detachment, the structures of the
connecting portions (107, 108) at which the transfer duct (88)
is connected to the dust storage container (60) and the dust
collecting box (90), and the structure of the connecting por-
tion (109) at which the flexible duct (875) is connected to the
damper box (81) (connecting portion (87a)), are the same as
the structure of the connecting portion (131) at which the
nozzle insertion portion (110) and the flexible duct (875) are
connected to each other (see FIG. 18).

Further, the dust collecting box (90) located in the cleaning
unit (100) can be detached from the cleaning unit (100). The
service cover (106) above the dust collecting box (90) is
exposed when the dust collecting box (90) is detached. The
service cover (106) can be detached as well. Therefore, if the
air filter (30) and the service cover (106) are detached in this
order as shown in FIG. 23, the electrical component box (20)
in the main unit (10) is exposed, and therefore, maintenance
of the electrical component box (20) becomes possible.

—Operational Behavior—

Now, operational behavior of the indoor unit (3) will be
described with reference to FIGS. 11 and 13. The indoor unit
(3) is capable of switching between the normal operation in
which cooling and heating operations are performed, and the
filter cleaning operation for cleaning the air filter (30).

<Normal Operation>

To perform the normal operation, the rotating brush (51) is
rotated so that the brush (5156) of the rotating brush (51) canbe
positioned on the brush (52) side. In other words, the rotating
brush (51) is rotated until the brush (515) of the rotating brush
(51) is not in contact with the air filter (30) so that the non-
brush surface (i.e., the outer peripheral surface of the shaft
(51a) on which no brush (515) is provided) of the rotating
brush (51)is opposed to the air filter (30). Further, the damper
(82) of the damper box (81) is in the closed state (the state as
shown in FIG. 13 (A)). The air filter (30) is not rotating, but is
halted.

The indoor fan (21) is actuated in this state. Then, in the
indoor unit (3), room air taken through the inlet (13) passes
through the air filter (30) and flows into the bell mouth (24).
When the air passes through the air filter (30), dust in the air
is captured by the mesh member (37) of the air filter (30). The
air having flowed into the bell mouth (24) is blown out by the
indoor fan (21). The blown air is cooled or heated by heat
exchange with the refrigerant of the indoor heat exchanger
(22), and is then supplied into the room through each outlet
(14). The room air is cooled or heated in this way. During this
operation, the damper (82) of the damper box (81) is closed,
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and therefore, the air blown by the indoor fan (21) is not
introduced to the dust storage container (60) through the
damper box (81).

As described above, the air filter (30) and the brush (5156) of
the rotating brush (51) are not in contact with each other
during the normal operation. That is, the brush (5156) is spaced
apart from the air filter (30). It is thus possible to avoid the
deterioration of the brush (515) due to the state in which the
brush (515) is always touching the air filter (30), and as a
result, durability of the rotating brush (51) is increased.

<Filter Cleaning Operation>

During the filter cleaning operation, operation of the com-
pressor (4) is stopped, and the refrigerant does not circulate in
the refrigerant circuit shown in FIG. 1. The filter cleaning
operation is capable of switching between a dust removal
operation, a brush cleaning operation, a dust transfer opera-
tion, and a dust discharge operation. The LED (16) provided
on the decorative panel (11) is on during the dust removal
operation, the brush cleaning operation, and the dust transfer
operation. This structure enables users to be informed that
these operations are being performed.

The dust removal operation is an operation for removing
dust captured by the air filter (30). The brush cleaning opera-
tion is an operation for removing dust captured by the rotating
brush (51). The dust transfer operation is an operation for
transferring dust from the dust storage container (60) to the
dust collecting box (90). The dust discharge operation is an
operation for discharging dust from the dust collecting box
(90) to the outside of the indoor unit (3).

According to the present embodiment, the dust removal
operation and the brush cleaning operation are performed
alternately. First, the indoor fan (21) is stopped to perform the
dust removal operation. Then, the brush (515) of the rotating
brush (51) is brought into contact with the air filter (30). In
this state, the air filter (30) is turned such that the piles of the
brush (515) of the rotating brush (51) are stroked the wrong
way by the air filter (30) (in the direction indicated by white
arrow in FIG. 11 (A)). Here, rotation of the rotating brush (51)
is stopped.

In this way, the dust on the air filter (30) is captured by the
brush (515) of the rotating brush (51) (FIG. 11 (A)). When the
lever (44a) of the limit switch (44) of the filter drive means
(40) moves, the filter drive motor (41) is stopped, and the
rotation of the air filter (30) is stopped. In other words, the air
filter (30) rotates at a predetermined angle and stops. Thus,
the dust is removed from an area of the air filter (30) with
which the brush (515) of the rotating brush (51) is brought
into contact. Here, the piles of the brush (515) are inclined in
a direction opposite to the turning direction (moving direc-
tion) of the air filter (30), and therefore, the dust on the air
filter (30) can be easily scraped off by the brush (515). It is
thus possible to increase efficiencies of the dust removal
operation by the rotating brush (51). As described above, the
dust removal operation is switched to the brush cleaning
operation when the rotation of the air filter (30) stops.

In the brush cleaning operation, the indoor fan (21) is still
stopped, and the rotating brush (51) rotates leftward (coun-
terclockwise) first in FIG. 11. Here, the rotating brush (51)
rotates such that the brush portion (515) in which dust still
remains comes in contact with the brush portion (525) of the
cleaning brush (52) (FIG. 11 (B)). The rotating brush (51)
rotates at a predetermined angle, and then stops.

After that, the rotating brush (51) rotates in a direction
opposite to the above direction (in a rightward (clockwise)
direction in FIG. 11). As a result, the dust captured by the
brush (515) of the rotating brush (51) is removed by the brush
(52b) of the cleaning brush (52) (FIG. 11 (C)). This is because
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the piles of the brush (524) of the cleaning brush (52) are
inclined downward, i.e., inclined such that the piles are
stroked the wrong way by the rotating brush (51) rotating
clockwise, and thereby because the dust adhering to the brush
(51b) of the rotating brush (51) is scraped off by the cleaning
brush (52).

Further, the main portion (52a) of the cleaning brush (52)
is pushed in a direction away from the rotating brush (51)
because of the brush portions (515, 525) of the rotating brush
(51) and the cleaning brush (52) coming in contact with each
other. However, the main portion (52a) is biased to the rotat-
ing brush (51) by the spring (52¢). Therefore, the brush por-
tions (515, 52b) are not spaced from each other, and the
cleaning brush (52) is adequately pushed against the rotating
brush (51). As a result, the dust can be reliably removed from
the brush (514) of the rotating brush (51), and captured in the
brush (525) of the cleaning brush (52). The rotating brush (51)
rotates until it returns to the original position (the position
shown in FIG. 11 (A)) and then stops.

After that, the rotating brush (51) again rotates leftward
(counterclockwise) at a predetermined rotation angle. As a
result, the dust captured by the brush (526) of the cleaning
brush (52) is scraped off by the brush (515) of the rotating
brush (51), and falls in the storage section (62) of the dust
storage container (60) (FIG. 11 (D)). The dust can be scraped
off from the brush (525) of the cleaning brush (52) because
the piles of the brush (515) of the rotating brush (51) are
inclined along a rotational direction. Here, the cleaning brush
(52) is adequately pushed against the rotating brush (51) by
the spring (52¢), and therefore, the dust can be removed from
the cleaning brush (52) more reliably.

In this way, the dust captured by the rotating brush (51) is
removed and stored in the storage section (62) of the dust
storage container (60). After that, the rotating brush (51)
again rotates rightward (clockwise) to return to the original
position (FIG. 11 (A)). The brush cleaning operation tempo-
rarily ends here.

After the above-described brush cleaning operation ends,
the above-described dust removal operation is performed
again. That is, the air filter (30) is turned again, and is stopped
when the lever (44a) of the limit switch (44) is actuated again.
As a result, the dust is removed from an area of the air filter
(30) that is stroked by the brush (515) of the rotating brush
(51), and is captured by the brush (515) of the rotating brush
(51) (FIG. 11 (A)). The dust removal operation and the brush
cleaning operation are alternately repeated as described
above, removing the dust on the air filter (30) from an area to
an area. When the dust is removed from the entire area of the
air filter (30), the dust removal operation and the brush clean-
ing operation are completed. For example, when the lever
(44a) of the limit switch (44) is actuated a predetermined
number of times, the air filter (30) is considered as having
made one turn, and the above operations are finished.

In the dust removal operation and the brush cleaning opera-
tion, the amount of dust stored in the dust storage container
(60) is detected by the storage amount detection means (70).
Specifically, luminous intensity of light emitted by the LED
(72) is detected by the phototransistor (73). If the luminous
intensity detected by the phototransistor (73) is equal to or
less than a set value (a lower limit), it is considered that the
amount of dust stored in the storage container (60) has
reached a predetermined amount, and the operation is
switched to the dust transfer operation.

In the dust transfer operation, the rotating brush (51) is
stopped at the position as shown in FIG. 11 (A), and the air
filter (30) is stopped as well. Further, the damper (82) of the
damper box (81) is in the open state (the state as shown in FIG.

10

15

20

25

30

35

40

45

50

55

60

65

30

13 (B)). The indoor fan (21) is actuated in this state, and
therefore, the air blown by the indoor fan (21) is introduced
into the dust storage container (60) through the introduction
duct (86) and the damper box (81). Thus, the dust in the dust
storage container (60) is transferred into the dust collecting
box (90) through the transfer duct (88) together with the air.
As a result, the amount of dust stored in the dust storage
container (60) decreases, and the luminous intensity detected
by the phototransistor (73) increases. When the detected
luminous intensity is a set value (an upper limit) or above, it
is considered that almost all of the dust in the dust storage
container (60) is discharged, and the dust transfer operation is
finished. After that, the dust removal operation or the brush
cleaning operation starts again.

The filter cleaning operation according to the present
embodiment is performed under certain conditions. Specifi-
cally, the LED (72) is turned on after the damper (82) is
opened in the dust transfer operation, and luminous intensity
of light emitted by the LED (72) is detected. If the luminous
intensity is equal to or less than a predetermined value, it is
considered that the dust in the dust storage container (60) is
not transferred by the air blown by the indoor fan (21), i.e.,
that the transfer path from the dust storage container (60) to
the dust collecting box (90) is clogged with dust, or that the
dust collecting box (90) is filled with a large amount of dust.
The LED (16) on the decorative panel (11) is turned on to
inform the user about the situation, and the dust discharge
operation as described below is performed according to the
instruction from a remote controller etc. The above operation
of detecting the luminous intensity of light emitted by the
LED (72) (hereinafter also referred to as “operation of detect-
ing the state of being filled or clogged with dust”) that is
linked with the movement of the damper (82) is performed
regularly, e.g., once a week.

In the dust discharge operation, the rotating brush (51) is
stopped at the position as shown in FIG. 11 (A), and the air
filter (30) is stopped as well, as in the above-described dust
transfer operation. Further, the damper (82) of the damper
box (81) is in the closed state (the state as shown in FIG. 13
©).

In this state, the nozzle (150) of the cleaner is inserted, by
the user, in the nozzle insertion portion (110) on the decora-
tive panel (11) for suction. As a result of the suction, the dust
in the dust collecting box (90) is suctioned by the cleaner
through the transfer duct (88), the dust storage container (60),
the damper box (81), the suction duct (87), and the nozzle
insertion portion (110). The dust remaining in the dust storage
container (60) is simultaneously suctioned by the cleaner
through the suction duct (87). As a result, the dust in the dust
collecting box (90) and the dust storage container (60) is
discharged out of the indoor unit (3).

Further, once it is determined that the luminous intensity is
lower than a predetermined value, the above operation of
detecting the state of being filled or clogged with dust is
performed regularly at predetermined intervals until clogging
with dust is eliminated by the dust discharge operation and the
dust in the dust collecting box (90) is reduced to a small
amount, i.e., until the luminous intensity of the light emitted
by the LED (72) is equal to or greater than the predetermined
value. When the luminous intensity becomes equal to or
greater than the predetermined value, the LED (16) on the
decorative panel (11) is turned off. After that, a general opera-
tion of detecting the state of being filled or clogged with dust
is performed, for example, once a week.

According to the above embodiment, the indoor fan (21) is
stopped during the dust removal operation. However, the
structure is not limited to this structure, and the dust removal
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operation may be performed while the indoor fan (21) is in
operation. This makes it possible to remove dust while keep-
ing the dust sticking to the air filter (30) due to suction of air
by the indoor fan (21). Therefore, the dust can be prevented
from dropping when removed, and as a result, the dust can be
reliably scraped off by the rotating brush (51).

Moreover, not only the dust removal operation, but also the
brush cleaning operation, the dust transfer operation, and the
dust discharge operation may be performed during the air
conditioning operation, such as cooling and heating opera-
tions. This allows the air filter (30) to be cleaned and the dust
to be collected regularly, even during continuous operation.

Effects of Embodiments

As described above, according to the present embodiment,
the indoor unit (3) of the air conditioner (1) is constituted by
three component parts (units): the main unit (10) including
the indoor heat exchanger (22) and the indoor fan (21); the
cleaning unit (100) including the dust removal means (50) for
removing dust captured by the air filter (30), and the dust
collecting box (90) for collecting the dust; and the decorative
panel (11) for covering the room side. Thus, if the cleaning
unit (100) is not necessary, the indoor unit can be constituted
by the main unit (10) and the decorative panel (11), and at the
same time, it is easy to add the cleaning unit (100) to the
indoor unit.

Moreover, the electrical component box (105) dedicated to
the cleaning unit (100) is provided in the cleaning unit (100),
separate from the electrical component box (20) provided in
the main unit (10). Therefore, only the electrical component
boxes (20, 105) may be electrically connected to each other so
as to be capable of signal transmission. This makes it easier to
add or omit the cleaning unit (100) to or from the indoor unit,
compared to the case where both of the main unit (10) and the
cleaning unit (100) are controlled by electrical components in
one electrical component box. Further, the operations of the
main unit (10) and the cleaning unit (100) can be linked by the
electrically connected electrical component boxes (20, 105)
capable of signal transmission as described above.

Further, the provision of the above-described cleaning unit
(100) enables the dust captured by the air filter (30) to be
removed by the dust removal means (50), and after that, to be
transferred by the dust transfer means (80) and stored in the
dust collecting box (90). This can reduce the work of cleaning
the air filter (30) by the user. Moreover, the nozzle insertion
portion (110) for inserting the nozzle (150) of the cleaner is
provided to the decorative panel (11) located on the room side
of the indoor unit (3), and the nozzle insertion portion (110)
and the dust collecting box (90) are connected to each other
through the dust storage container (60). Therefore, the dust in
the dust collecting box (90) and the dust storage container
(60) can be efficiently suctioned with the nozzle (150) of the
cleaner.

Further, the transfer duct (88) extending from the dust
storage container (60) is connected to one end of the dust
collecting box (90), and the other end of the dust collecting
box (90) is provided with the discharge opening (91) which is
open toward the outside of the chamber casing (101) of the
cleaning unit (100). This structure allows the air introduced
through the dust transfer means (80) by the air blown by the
indoor fan (21) to flow efficiently into the dust collecting box
(90). As aresult, the dust in the dust storage container (60) can
be reliably transferred to the dust collecting box (90) and
stored therein efficiently.

Further, hooks (145) are provided on the bottom side of the
main unit (10), and U-shaped fittings (146) for temporary
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hanging are provided on the top surface of the partition plate
(25) of the cleaning unit (100). Thus, when the cleaning unit
(100) is attached to the bottom side of the main unit (10) after
the main unit (10) is fixed to the wall above the ceiling, the
fittings (146) for temporary hanging of the cleaning unit (100)
can be engaged with the hooks (145) of the main unit (10). It
is therefore easy to attach the cleaning unit (100) to the main
unit (10). Here, the portions where the hooks (145) and the
fittings (146) for temporary hanging are engaged with each
other are hidden from view because of the partition plate (25)
of the cleaning unit (100). However, the provision of the
transparent portions (147) near the fittings (146) for tempo-
rary hanging provided on the partition plate (25) allows a
visual check of the engagement portions from below during
engagement. This can improve the efficiency of work.

Further, the dust storage container (60) is rotatably pro-
vided in the cleaning unit (100). The electrical component
box (105) and the dust collecting box (90) are disposed so as
not to overlap with the dust storage container (60). The ser-
vice hole (25a) to be covered by the service cover (106) is
formed at a location above the dust collecting box (90). The
electrical component box (20) is disposed in the main unit
(10) so as to correspond to the service hole (25a). This struc-
ture allows easy access to the electrical component box (20)
in the main unit (10) for maintenance by rotating the dust
storage container (60) and removing the dust collecting box
(90), the service cover (106), and the air filter (30). Conse-
quently, due to the above structure, the efficiency in providing
maintenance for the electrical component box (20) in the
main unit (10) can be improved.

Moreover, the transfer duct (88) which connects between
the dust storage container (60) and the dust collecting box
(90) is connected to the dust storage container (60) and the
dust collecting box (90) at the connecting portions (107, 108).
The flexible duct (876) which connects between the dust
storage container (60) and the nozzle insertion portion (110)
is connected to the dust storage container (60) and the nozzle
insertion portion (110) at the connecting portions (109, 131).
The connecting portions (107, 108) and the connecting por-
tions (109, 131) are configured to have a detachable structure,
and therefore, the ducts (88, 875) can be ecasily attached or
detached for maintenance. As a result, working efficiency can
be improved.

Other Embodiments

The following structures may be used in the above embodi-
ment.

In the above embodiment, the dust removed from the air
filter (30) is collected in the dust collecting box (90). How-
ever, the structure is not limited to this structure, but any
structure, such as a bag-like structure, is possible as long as
dust can be collected.

Further, in the above embodiment, the dust collecting box
(90) is provided in the cleaning unit (100). However, the
structure is not limited to this structure, but dust collecting
box (90) may be provided separately from the indoor unit (3).

Further, in the above embodiment, air blown by the indoor
fan (21)is utilized as means for transferring dust from the dust
storage container (60) to the dust collecting box (90). How-
ever, the structure is not limited to this structure, but any
structure is possible as long as dust can be transferred. The
structure may include a dedicated fan.

Further, in the above embodiment, the air filter (30) has a
circular shape. However, the structure is not limited to this
structure, but the air filter (30) may have a rectangular shape,
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for example. In this case, the air filter (30) and the rotating
brush (51) relatively move in a linear manner.

Further, in the above embodiment, the air vent (26) of the
partition plate (25) is provided with four radial beam mem-
bers (27). However, the structure is not limited to this struc-
ture, but the number of the radial beam members (27) may be
three. In the case where the number of the radial beam mem-
bers (27) is three, two of the radial beam members (27) may
be provided so as to extend from the center of the air vent (26)
to the space between the air vent (26) and the service hole
(25a), and one of the radial beam members (27) may be
provided so as to extend from the center of the air vent (26)
toward the dust storage container (60), in FIG. 23.

Further, in the above embodiment, the air filter (230) is
provided to the cleaning unit (100). However, in the case
where the cleaning unit (100) is removed and the decorative
panel (11) is directly attached to the main unit (10), the air
filter may be attached to the decorative panel on the inner side
of the main casing. Specifically, as shown in FIG. 26, a
holding portion (213) for holding two opposing ends of the air
filter (230) may be provided to the decorative panel (11) on
the inner side of the main casing, in order that the air filter
(230) can be located above the slit portion (12a) of the inlet
grill (212) of the decorative panel (211). In the example
shown in FIG. 26, the holding portion (213) is F-shaped in
cross section in order to hold the air filter (230) at a position
spaced apart from the slit portion (212a) by a predetermined
distance. However, the structure is not limited to this struc-
ture, but any structure is possible as long as the air filter (230)
can be held at a position spaced apart from the slit portion
(212a) of the inlet grill (212) by a predetermined distance.

INDUSTRIAL APPLICABILITY

As described above, the present invention is particularly
useful for an indoor unit of an air conditioner in which an air
filter is provided on the intake side of an indoor fan.

The invention claimed is:

1. An indoor unit of an air conditioner, the indoor unit
having in a casing an indoor heat exchanger, an indoor fan for
blowing air taken from a room to the indoor heat exchanger,
and an air filter located on an intake side of the indoor fan, the
indoor unit comprising:

a main unit including the indoor heat exchanger and the

indoor fan;

a cleaning unit located on a room side of the main unit and
having the air filter and a dust removal unit for removing
dust captured by the air filter;

a first electrical component box, positioned in the main
unit, housing electrical components for controlling a
motor of the indoor fan, the first electrical component
box being structurally separate from an indoor fan motor
housing;

asecond electrical component box, positioned in the clean-
ing unit, housing electrical components for controlling a
motor of the dust removal unit, the second electrical
component box being structurally separate from a dust
removal unit motor housing; and

an indoor panel for covering a room side of the cleaning
unit, wherein

the main unit includes a casing which is open toward a
room,

the cleaning unit includes a casing located on an opening
side of the casing of the main unit and stacked on the
casing of the main unit,

the indoor panel is stacked on the casing of the cleaning
unit to cover an opening of the casing of the cleaning unit
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that opens in a downward direction towards a room side,
one or more air outlets being formed on the indoor panel,
and

the first and second electrical component boxes are elec-

trically connected to each other via at least one signal
line such that signals can be transmitted between the
components housed in the first electrical component box
and the components housed in the second electrical
component box.

2. The indoor unit of the air conditioner of claim 1, wherein
the cleaning unit includes a dust collecting unit located in an
area outside the air filter in plan view, for collecting the dust
removed by the dust removal unit.

3. The indoor unit of the air conditioner of claim 2, wherein
the cleaning unit further includes a dust transfer unit for
transferring the dust to the dust collecting unit.

4. The indoor unit of the air conditioner of claim 3, wherein
the dust transfer unit transfers the dust to the dust collecting
unit by utilizing the air blown by the indoor fan.

5. The indoor unit of the air conditioner of claim 4, wherein

the dust collecting unit is provided with a receiving open-

ing into which the air blown by the indoor fan flows
together with the dust, and a discharge opening for dis-
charging the blown air to the outside of the cleaning unit,
and

the air filter is disposed on an upstream side of the dis-

charge opening.

6. The indoor unit of the air conditioner of claim 5, wherein

the dust collecting unit has a box-like shape, and

the receiving opening is formed in one side portion of the

dust collecting unit, and the discharge opening is formed
in the other side portion of the dust collecting unit.

7. The indoor unit of the air conditioner of claim 4, wherein

main partition plates covering a bottom side of the casing

of the main unit are provided with an introduction open-
ing for introducing the air blown by the indoor fan into
the cleaning unit, and

the main unit is configured such that a sealing cover for

closing the introduction opening from below can be
attached to the main unit.

8. The indoor unit of the air conditioner of any one of
claims 1-7, wherein

the dust removal unit includes a dust removal section for

removing the dust captured by the air filter, and a storage
section for collecting the dust removed by the dust
removal section.

9. The indoor unit of the air conditioner of claim 1, wherein

the dust removal unit is configured to be capable of moving

between a dust removal position at which the dust
removal unit overlaps with the air filter in plan view, and
a maintenance position at which the dust removal unit
does not overlap with the air filter in plan view.

10. The indoor unit of the air conditioner of claim 9,
wherein

the air filter has a circular shape in plan view,

main partition plates covering the bottom side of the casing

of the main unit are provided with an introduction open-
ing for introducing the air blown by the indoor fan into
the cleaning unit, and

the dust removal unit is arranged to extend in a radial

direction of the air filter, with one end of the dust
removal unit connected to the introduction opening, and
the dust removal unit is rotatable about the introduction
opening.

11. The indoor unit of the air conditioner of claim 1,
wherein
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abottom side of the casing of the main unit is provided with
a protrusion portion,

an engagement portion to be engaged with the protrusion
portion is provided on a partition plate of the cleaning
unit covering a top side ofthe casing of'the cleaning unit,
and

the partition plate of the cleaning unit is provided with a
transparent portion which allows a visual check of the
engagement portion between the protrusion portion and
the engagement portion from under the cleaning unit.

12. The indoor unit of the air conditioner of claim 1,

wherein

the cleaning unit includes a dust collecting unit located in
an area outside the air filter for collecting the dust
removed by the dust removal unit, said air filter being
circular in plan view,

main partition plates covering a bottom side of the casing
of'the main unit are provided with an introduction open-
ing for introducing the air blown by the indoor fan into
the cleaning unit,

the dust removal unit is arranged to extend in a radial
direction of the air filter, with one end of the dust
removal unit connected to the introduction opening, and
is rotatable about the introduction opening,

the second electrical component box and the dust collect-
ing unit are disposed below a chamber partition plate
covering a top side of the casing of the cleaning unit, in

36

the area outside the air filter in plan view and outside an
area where the dust removal unit rotates, and
the chamber partition plate located above the dust collect-
ing unit is provided with an opening to be covered with
5 acover member, and the first electrical component box is
located so as to correspond to the opening.
13. The indoor unit of the air conditioner of claim 1,
wherein
the cleaning unit further includes a dust collecting unit for
collecting the dust removed by the dust removal unit,
the dust collecting unit is connected to the dust removal
unit through a duct which constitutes a transfer path, and
the duct is detachably connected to at least one of the dust
collecting unit and the dust removal unit.
14. The indoor unit of the air conditioner of claim 1,
wherein
the indoor panel has an inlet grill for covering the intake
side of the indoor fan,
the inlet grill is provided with a nozzle insertion portion
into which a nozzle of a cleaner can be inserted, and
the nozzle insertion portion communicates with the dust
collecting unit when the nozzle is inserted into the
nozzle insertion portion.
15. The indoor unit of the air conditioner of claim 1,
25 wherein the indoor panel is provided with a holding portion
for holding the air filter.
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